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INTRODUCTION 

 
The purpose of this project is to improve vehicular, pedestrian, and bicycle access to and 
from the Croton-Harmon Train Station in Croton-on-Hudson, Westchester County, New 
York.  The station, which is located on Veterans Plaza south of Croton Point Avenue and 
immediately west of U.S. 9 (see Figure 1), serves both Metro-North and Amtrak passengers.  
Due to its proximity to New York City (approximately 33 miles north), the station is a 
commuter hub, as well a major transfer point between local and express train and 
Westchester County Bee-Line bus services.  It serves approximately 3,400 passengers per 
day1 and provides parking for over 1,900 vehicles.   
 
Traffic data obtained for this study indicate that the train station’s 3,400 passengers per day 
generate around 5,600 entering and exiting vehicles per weekday – approximately 25 percent 
of which arrive/depart during the AM/PM peak commuter hours and 50 percent of which 
arrive/depart during the AM/PM peak periods.  This highly concentrated and directional flow 
of traffic, along a primarily uncontrolled facility and in such close proximity to the U.S. 9 
northbound and southbound ramps, results in extreme congestion and poor pedestrian and 
bicycle, as well as vehicular, operations during the peak periods.   
 
During the weekday AM period (the significantly worse of the two commuter peaks), local 
drivers commute to the train station by traveling south on S. Riverside Avenue and then west 
on Croton Point Avenue to Veterans Plaza.  Due to a southbound right-turn overlap at the 
traffic signal at Croton Point Avenue and S. Riverside Avenue, there is a constant stream of 
vehicles approaching the train station along Croton Point Avenue.  These vehicles operate 
free-flow to the train station, since there are no traffic signals or stop control for the vehicles 
between S. Riverside Avenue and Veterans Plaza.  Because the local vehicular volumes to 
the train station are high and there are few gaps in traffic, there are few opportunities for 
pedestrians or bicyclists to cross Croton Point Avenue.  Lengthy ramp queues (especially the 
southbound) exacerbate the situation, as there is a constant stream of traffic wishing to exit 
U.S. 9.      
 
The frustration and urgency of drivers on the ramps during the weekday AM peak period 
result in unsafe maneuvers – pulling out in front of vehicles when gaps are inadequate and 
disregarding pedestrians or bicyclists for whom the drivers should yield.  To address these 
issues in part, the Village of Croton-on-Hudson currently assigns a traffic control officer to 
Croton Point Avenue at Veterans Plaza and a crossing guard to the immediately adjacent 
intersection of Croton Point Avenue at the U.S. 9 southbound ramps.  The primary goal of 
both personnel is to facilitate pedestrian crossings at these locations.  Most pedestrian traffic 
to the train station approaches from the same direction as the local vehicular traffic.  
Pedestrians typically cross S. Riverside Avenue in the vicinity of Benedict Boulevard and 
then travel on the north side of Croton Point Avenue to the train station (in part because there 
is no sidewalk along most of the south side of Croton Point Avenue).  Since many 
pedestrians have difficulty crossing the southbound off-ramp, the crossing guard is there to 
stop the southbound vehicles, prevent them from blocking the crosswalk, and assist 

                                                 
1 Croton-Harmon (Metro-North station).  2008.  Wikimedia Foundation, Inc.  June 20, 2008.  < http:// en. 
wikipedia.org/wiki/Croton-Harmon_(Amtrak_station) >. 
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pedestrians across the ramp.  The police officer at Croton Point Avenue and Veterans Plaza 
then helps the pedestrians safely cross Croton Point Avenue to get to the train station.  In 
addition to facilitating pedestrian crossings, the crossing guard at the U.S. 9 southbound 
ramps monitors traffic along the ramp.  When the queue extends almost to the mainline, the 
crossing guard stops traffic along Croton Point Avenue to give southbound vehicles the right-
of-way and allow the queue to dissipate.  It should be noted, however, that the Village 
personnel are only present for a short period during rush hour each weekday.  
 
Similar pedestrian and bicycle safety issues occur during the weekday PM peak period.  
Although traffic volumes in the outbound direction are less concentrated than during the 
weekday AM peak period, the volumes are relatively high, and the vehicular traffic exiting 
the train station and accessing the U.S. 9 on-ramps conflicts with both bicyclists and 
pedestrians.  A traffic control officer is assigned to Croton Point Avenue and Veterans Plaza 
during the weekday PM peak to assist with pedestrian crossings, however, a crossing guard is 
not assigned to control traffic at the southbound ramps. 
 
The Croton Harmon Parking Facility Vehicular, Bicycle and Pedestrian Study was 
conducted to examine vehicular, pedestrian, and bicycle operations in the vicinity of Croton-
Harmon Train Station and to develop conceptual designs to improve the current conditions.  
Traffic analyses were conducted to evaluate existing and future traffic operations and to 
ensure the feasibility of recommended improvements.  Traffic models were developed for: 
existing conditions based on 2008 data collection and field observations and future 
conditions (five years beyond existing) to identify relatively short-term traffic and pedestrian 
needs along the corridor.  The traffic models comprised the following key intersections in the 
core study area (see Figure 1).   
 

1. Benedict Boulevard at S. Riverside Avenue 
2. Croton Point Avenue at S. Riverside Avenue 
3. Croton Point Avenue at the U.S. 9 northbound ramps 
4. Croton Point Avenue at the U.S. 9 southbound ramps 
5. Croton Point Avenue at Veterans Plaza  

 
 

2008 EXISTING CONDITIONS 

 
To assess the impact of proposed improvements on traffic conditions in the future design 
year, it was necessary to determine the existing traffic conditions from which future 
conditions could be projected.   
 
Roadway Characteristics 
 
S. Riverside Avenue is a north-south Village roadway that extends within the Village from 
Grand Avenue to the north to Van Cortlandt Manor to the south.  In the project study area, 
the commercial strip between Benedict Boulevard and Croton Point Avenue, S. Riverside 
Avenue is two lanes (one through plus right-turn only lane) with no parking in each direction.   
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Croton Point Avenue is an east-west Village roadway that extends within the Village from S. 
Riverside Avenue to the east, crossing beneath U.S. 9 and past Croton-Harmon Train Station, 
to Croton Point Park to the west.  In the project study area, between S. Riverside Avenue and 
the Veterans Plaza entrance to the train station, Croton Point Avenue is two lanes in each 
direction.  Curbside parking is prohibited during the peak commuter periods (7 to 9 AM and 
5 to 8 PM) but allowed during all other time periods. 
 
U.S. 9 is an interstate roadway that extends from the New York City metropolitan area to the 
U.S./Canadian border.  In the project study area, there is a U.S 9 interchange at Croton 
Point Avenue.  Due to the significant volumes on U.S. 9 and those that are generated by 
Croton-Harmon Train Station, there is considerable congestion at Croton Point Avenue and 
both the U.S. 9 northbound and southbound ramps during the weekday peak commuter 
periods.  
 
Veterans Plaza is the internal Village roadway that extends from Croton Point Avenue to the 
Croton-Harmon Train Station north and south parking lots.  South of Croton Point Avenue, 
in the direction of the train station, Veterans Plaza is two lanes plus a reversible center lane.  
During the weekday AM peak period, the internal roadway operates as two inbound lanes 
and one outbound lane.  During the weekday PM peak period, the roadway operates as two 
outbound lanes and one inbound lane. 
 
Benedict Boulevard is a local Village roadway that extends from S. Riverside Avenue east to 
the Cleveland Drive/Truesdale Drive traffic circle.  Benedict Boulevard provides access from 
residential areas to S. Riverside Avenue and U.S. 9 and Croton-Harmon Train Station via S. 
Riverside Avenue.  
 
Data Collection 
 
Manual turning movement counts by vehicle classification were collected at all study area 
intersections in April 2008 during the weekday AM (6:30 to 8:45) and PM (5:15 to 7:30) 
commuter peak periods.  The counts indicate that the morning and evening peak hours are 
from 7 to 8 a.m. and from 5 to 6 p.m., respectively.  Inventories were conducted along S. 
Riverside Avenue, Croton Point Avenue, and at all of the study area intersections to 
document lane widths, speed limits, turning restrictions, parking regulations, bus stop 
locations, and other parameters that would be needed as inputs into existing and future 
condition traffic models.  In addition, a walkability/bikeability audit was conducted to 
document pavement, sidewalk, and pedestrian and bicycle access conditions and deficiencies 
in the study area.  Finally, Westchester County Bee-Line bus service information was 
downloaded from the website to supplement bus stop inventories and field observations.   
 
It should be noted that traffic signal timings were obtained in the field; however, both of the 
existing signalized intersections, S. Riverside Avenue at Benedict Boulevard and at Croton 
Point Avenue, are actuated signals.  Although the cycle length at Benedict Boulevard 
appeared to be consistent throughout the peak periods, the cycle length at Croton 
Point Avenue was indiscernible.  Traffic signal timings and plans were requested from the 
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Village and Westchester County; however, no intersection timing and only one intersection 
plan were obtained.   

 

Detailed turning movement count summaries, transit bus schedules, and the traffic signal 
plan for Croton Point Avenue at S. Riverside Avenue are provided in Appendices A, B, and 
C, respectively. 

 

Accident reports for the latest available three-year period (March 2005 through March 2008) 
were provided by the Village of Croton-on-Hudson Police Department.  Along the 
approximate 0.29-mile segment of S. Riverside and Croton Point Avenues in the project 
study area, there were approximately 59 accidents in the three-year period, resulting in an 
accident rate for the roadway segment of 16.7, which is significantly higher than NYSDOT’s 
average of 5.66 for an urban, four-lane, undivided, free-access facility.  Individual 
intersection accident rates are also high – especially at the U.S. 9 ramps.  As shown in 
Table 1, 22 and 12 accidents during the three-year period occurred at Croton Point Avenue at 
the northbound and southbound ramps, respectively, resulting in accident rates that are 
considerably higher than the NYSDOT average of 0.09. 
 
 

Table 1.  Accident Summary – March 2005 through March 2008 
 

Accident Type Accident Rate 

Accident Location 
PDO Injury Total 

Study 
Area 

Average 

NYSDOT 
Average 

High? 

Benedict Boulevard at  
S. Riverside Avenue 

5 2 7 0.63 0.60 Yes 

Croton Point Avenue at  
S. Riverside Avenue 

7 2 9 0.59 0.35 Yes 

Croton Point Avenue at 
U.S. 9 Northbound Ramps 

21 1 22 1.31 0.09 Yes 

Croton Point Avenue at 
U.S. 9 Southbound Ramps 

9 3 12 0.78 0.09 Yes 

Croton Point Avenue at 
Veterans Plaza 

9 0 9 0.67 0.22 Yes 

Entire Segment   59   Yes 

 
 
Based on the police reports, most accidents in the study area are rear-end, right-angle, or 
overtake.  These types of accidents could be significantly reduced by installing traffic signals 
at the currently unsignalized intersections of Croton Point Avenue with Veterans Plaza and 
the U.S. 9 ramps. 
 
Traffic Volumes 
 
The 2008 weekday AM and PM peak-hour traffic volumes are provided in Figures 2 and 3, 
respectively.  As shown in the figures, volumes in the area are higher in than mornings than 
in the evenings and are highest along Croton Point Avenue between Veterans Plaza and the 
U.S. 9 northbound ramps.   
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During the weekday AM peak, the bi-directional traffic volumes along Croton Point Avenue 
range from approximately 1,050 vehicles per hour (vph) to the east to 1,750 vph between the 
U.S. 9 southbound ramps and Veterans Plaza.  Traffic volumes throughout the study area are 
very directional, with an eastbound/westbound directional split of basically 80/20.  The 
highest traffic volumes are between the U.S. 9 southbound ramps and Veterans Plaza 
(1,397 vph toward the train station, 342 vph away from the train station).  Nearly 1,110 vph 
enter the train station during the peak hour – over 500 and nearly 275 vph of which approach 
via U.S. 9 from the north and south, respectively.  Traffic volumes along S. 
Riverside Avenue between Benedict Boulevard and Croton Point Avenue are almost 
identical to those along Croton Point Avenue east of the U.S. 9 northbound ramps.  Bi-
directional traffic volumes west of Veterans Plaza decrease considerably – from nearly 1,750 
to around 375 vph. 
 
During the weekday PM peak, traffic volumes in the area are noticeably lower than and not 
quite as directional as during the AM period, although the directional split immediately east 
of Veterans Plaza is still 80/20 but in the opposite direction.  Along the stretch of Croton 
Point Avenue between Veterans Plaza and S. Riverside Avenue, the bi-directional traffic 
volume is approximately 1,100 vph (roughly 800 vph eastbound away from the train station, 
300 vph westbound).  Approximately 750 vph exit the train station during the peak hour – of 
which over 300 and 150 vph utilize U.S. 9 to head to points north and south, respectively.  
The bi-directional traffic volumes on S. Riverside Avenue drop from the 1,100 vph along 
Croton Point Avenue to 900 vph, since a significant number of eastbound vehicles turn right 
to head toward the shopping plaza.  Bi-directional traffic volumes along Croton Point 
Avenue west of the train station are even less than during the AM peak – around 150 vph.   
 
Analysis Methodologies and Measures of Effectiveness 
 
Intersection and arterial analyses of the core study area were conducted using Synchro 7 
traffic signal coordination software.  Typical measures of effectiveness for both signalized 
and unsignalized intersection analyses include volume-to-capacity ratio, delay, and level-of-
service.  Volume-to-capacity ratio (v/c) is an indicator of the amount of congestion that 
occurs at a particular location.  A v/c equal to or greater than 1 indicates traffic operations at 
or above capacity (high levels of congestion).  Delay, typically provided in seconds per 
vehicle (sec/veh), is an indicator of how much travel time, in addition to that which would be 
incurred for base conditions, is experienced on a roadway due to downstream traffic (signal 
or sign) control and queuing issues.  Level-of-service (LOS), defined in terms of delay, is an 
indicator of how efficient traffic operations are at a particular location.  LOS designations 
range from favorable A to failing F.  An additional measure of effectiveness for arterial 
analyses is travel time, the total time, including delay, that it takes to travel between 
signalized intersections. 
 
 

Analysis Results 
 
The results of 2008 existing condition intersection analyses are summarized in Table 1.  As 
indicated in the table, S. Riverside Avenue and Croton Point Avenue between 
Benedict Boulevard and the train station operate well during both peak hours but at the 
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Table 2.  2008 Existing Condition Intersection Analysis Results  

Notes: Approach = direction of approach.  EB = eastbound, WB = westbound, NB = northbound, SB = southbound. 
 Mvmt = allowed lane movement.  L = left-turn, T = through, R = right-turn, LT = shared left-turn/through, etc. 
 Err = error.  Queue length, v/c, and/or delay were too excessive for Synchro too calculate. 

 
 
expense of the side street movements – especially those at the unsignalized Croton Point 
Avenue locations.  The U.S. 9 northbound and southbound off-ramps and Veterans Plaza 
typically fail during the peak hours.  During the worse case weekday AM peak hour, drivers 
on the northbound and southbound off-ramps must wait 1 to 3 minutes to find a gap in traffic 
which to safely turn onto Croton Point Avenue toward the train station.  Drivers wishing to 
make anything other than a northbound right turn out of Veterans Plaza have even greater 
problems.  Without the traffic control officer who is currently posted there in the mornings, it 
would be virtually impossible for left-turn or through (or even right-turn vehicles on the 
eastbound approach) to exit the parking lots because of the constant stream of free-flowing 
westbound vehicles into the train station.  Similar problems exist during the weekday PM 
peak hour, though due to vehicles headed in the opposite direction.  Delays at the northbound 
and southbound ramps range from around 40 to 70 sec/veh, and southbound Veterans Plaza 
would fail completely without the on-site traffic control officer.  An analysis of the traffic 
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data collected for this project indicates that all of the unsignalized locations currently meet 
NYSDOT requirements for signalization based on Warrant 3, Peak Hour criteria. 
 

Existing condition arterial analyses were conducted along the existing signalized segment of 
project area roadway, S. Riverside Avenue between Benedict Boulevard and Croton 
Point Avenue.  Based on the analyses, it takes between 30 and 35 seconds for drivers to 
travel between the intersections in the peak AM or PM direction.  Travel times are lower – 
between 20 and 30 seconds in the off-peak direction.   
 
Detailed 2008 existing condition intersection and arterial analyses results are provided in 
Appendix D.  Detailed traffic signal warrant analyses for Croton Point Avenue at 
Veterans Plaza and at the U.S. 9 northbound and southbound ramps are provided in 
Appendix E. 
 
 
2013 NO BUILD CONDITIONS 

 
To develop traffic, pedestrian, and bicycle improvements for this study, traffic analyses were 
conducted for 2013 weekday AM and PM peak-hour No Build and Build conditions.  The No 
Build conditions are future conditions in the Croton Harmon study area with planned 
developments, roadway improvements, signalization modifications, etc. that are not related to 
this study in place.  These are the conditions to which Build conditions (those with No Build 
and recommended study-related improvements in place) will be compared.   
 
Traffic Volumes 
 
Future condition traffic volumes were developed by increasing existing condition traffic 
volumes by a linear growth rate of two percent per year as utilized in AKRF’s August 2007 
Expanded EAF:  Proposed DPW at 1A Croton Point Avenue.  This would result in a ten 
percent increase in background traffic volumes along the study area roadways between now 
and 2013.  Since there are no planned roadway improvements or other developments in the 
area, and proposed improvements for this project are not expected to alter traffic volumes or 
travel patterns in the area, No Build and Build traffic volumes are the same.  Weekday AM 
and PM peak-hour traffic volumes for 2013 future conditions are provided in Figures 4 and 5, 
respectively. 
 
Analysis Results 
 
Intersection and arterial analyses were conducted for 2013 No Build conditions using the 
same methodologies as for existing conditions.  The results of weekday AM and PM peak-
hour intersection analyses are provided in Tables 2 and 3, respectively.  As indicated in the 
tables, conditions on the unsignalized approaches to the unsignalized Croton Point Avenue 
intersections would deteriorate noticeably between now and 2013.  The northbound and 
southbound ramps and at least two of the three unsignalized approaches at Veterans Plaza 
would fail during the peak hours, incurring about double the delays as for existing conditions.  
At the southbound ramps during the AM peak-hour, drivers would have to wait over
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Table 3.  2013 Future No Build and Build Condition Weekday AM Intersection Analysis Results  

 
 
5.5 minutes to turn onto Croton Point Avenue.  In addition, traffic operations on the 
westbound Benedict Avenue approach to S. Riverside Avenue would begin to deteriorate – 
operating at LOS D with over 45 sec/veh of delay during the weekday AM peak hour. 
 
No Build condition arterial analyses along the existing signalized segment of project area 
roadway show a nominal 0- to 4-second increase in travel time along S. Riverside Avenue 
between Benedict Boulevard and Croton Point Avenue. 
  
Detailed 2013 No Build condition intersection and arterial analyses results are provided in 
Appendix F.   
 



 14

Table 4.  2013 Future No Build and Build Condition Weekday PM Intersection Analysis Results  

  
 

2013 BUILD CONDITIONS 

 
Intersection and arterial traffic analyses were conducted for 2013 weekday AM and PM 
peak-hour Build conditions with proposed short-term improvements in place.  The results of 
these analyses were compared to those for 2013 No Build conditions to ensure the benefit of 
recommended vehicle-related improvements.  All short-term improvements (vehicular, 
pedestrian, and bicycle) are discussed below.   
 
Recommended Improvements 
 
Based on traffic analyses, the walkability and bikeability audit, the April 15 public meeting, 
and a walkthrough of the draft conceptual design that was conducted on June 12, 2008 with 
Village employees, trustees, and committee members, the following short-term 
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improvements are recommended for the project study area.  These improvements are 
illustrated in Figure 6. 
 
1. Construction of a raised and pigmented shared bicycle/pedestrian path on both sides of 

Croton Point Avenue.  The eastbound path would begin on the west side of S. 
Riverside Avenue between Benedict Boulevard and Croton Point Avenue and would 
continue on the north side of Croton Point Avenue to the U.S. 9 southbound off-ramp.  
The westbound path would begin at the U.S. 9 southbound on-ramp and continue on the 
south side of Croton Point Avenue to S. Riverside Avenue.  Due to limited right-of-way 
along Croton Point Avenue between the U.S. 9 southbound ramps and Veterans Plaza, 
the shared bicycle/pedestrian path cannot be extended to the train station.  The shared 
paths will provide improved facilities for bicyclists and pedestrians.  The eastbound path 
will replace narrow, cracked, and uneven sidewalk along S. Riverside Avenue and Croton 
Point Avenue.  The westbound path will provide a facility where there is no sidewalk and 
only a shoulder between the U.S. 9 northbound off-ramp and S. Riverside Avenue.  
Although some bicyclists will still choose to travel with the stream of traffic, an 
alternative for the bicyclists will now be available.  It should be noted that pedestrian 
lighting will be installed along both bicycle/pedestrian paths and that the construction of 
a path on the south side of Croton Point Avenue would require modifications to drainage 
along Croton Point Avenue between S. Riverside Avenue and the U.S. 9 northbound 
ramps. 

 
2. Sidewalk replacement.  Cracked and uneven sidewalk along Croton Point Avenue 

between the U.S. 9 ramps and Veterans Plaza, at all four corners of Veterans Plaza, and at 
the southwest corner of Croton Point Avenue at S. Riverside Avenue would be replaced. 

 
3. Traffic signal installation.  Traffic signals are recommended at the Croton Point Avenue 

intersections with the U.S. 9 northbound ramps, U.S. 9 southbound ramps, and 
Veterans Plaza.  An actuated and coordinated traffic signal system with these and the 
existing S. Riverside signals would be developed.  Detectors would be installed on the 
minor-street approaches, and signals would be timed to better accommodate traffic 
volumes in the study area.  Traffic signals would also provide sufficient pedestrian 
crossing times.  The traffic signals would improve overall traffic operations, improve 
accident conditions at the currently unsignalized locations, and eliminate the need for 
traffic control personnel. 

 
4. Pedestrian push button and countdown signal installation.  Pedestrian push buttons and 

countdown signals would be installed throughout the study area – at all new traffic 
signals and at some missing locations at existing signalized locations.  The pedestrian 
push buttons would allow traffic signals to be pedestrian-activated.  Pedestrian 
countdown signals would provide better guidance to pedestrians and create more of a 
pedestrian presence for motorists in the study area.   

 
5. Construction of a pedestrian refuge island.  A pedestrian refuge island would be 

constructed on the northeast corner of Croton Point Avenue and S. Riverside Avenue to 
provide a safer and more substantial location within the Croton on Hudson Veterinary 
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Clinic parking lot for pedestrians to stand.  This is advisable, since there is a bus stop on 
the corner and it is proposed that a high-visibility crosswalk be installed along the north 
approach to accommodate existing relatively high volumes of pedestrian traffic. 

 
6. Asphalt overlay.  An asphalt overlay is recommended along S. Riverside Avenue and 

Croton Point Avenue between Benedict Boulevard and Veterans Plaza (inclusive of the 
intersections).  The overlay would provide an even surface for motorists, bicyclists, and 
crossing pedestrians.  At present, the roadway is cracked with uneven pavement repairs. 

 
7. Pavement marking installation.  Pavement markings, including lane, lane-use, and high-

visibility crosswalk markings are recommended throughout the study area to provide 
clear delineation of permitted vehicular and pedestrian movements.  Reversible lane 
markings along Veterans Plaza would be updated to conform to NYSDOT standards. 

 
8. Sign installation.  New signs are recommended throughout the study area to clearly guide 

vehicular, pedestrian, and bicycle operations.  Since the roadway is too narrow to provide 
bike lanes, SHARE THE ROAD signs are recommended along S. Riverside Avenue to 
alert motorists to the presence of bicyclists.  BICYCLIST KEEP LEFT/ PEDESTRIANS 
KEEP RIGHT signs should be installed along the proposed shared bicycle/pedestrian 
paths to provide guidance to users.  At the west end of the project study area where the 
roadway is too narrow to provide shared bicycle/pedestrian facilities, BICYCLIST 
DISMOUNT signs should be installed.  At the Croton Point Avenue intersections, DO 
NOT BLOCK INTERSECTION signs should be installed to ensure the most effective 
operation of new traffic signals.  Along Veterans Plaza and at Croton Point Avenue at S. 
Riverside Avenue and Veterans Plaza, signs should be installed to show allowed lane 
movements during particular time periods.  In addition, variable message signs showing 
YIELD TO PEDESTRIANS IN CROSSWALK are recommended along the U.S. 9 
southbound off-ramp to increase motorist awareness of pedestrians. 

 
9. Reconfiguration of U.S. 9 northbound ramps.  It is proposed to realign the intersection of 

the Croton Point Avenue and the U.S. 9 northbound ramps.  The eastbound channelized 
right-turn would be eliminated so that right-turns would be made from the intersection 
proper.  The will narrow the northbound off-ramp approach, reduce bicycle/pedestrian 
conflict points, reduce bicycle/pedestrian crossing distance, slow right-turning vehicles, 
and improve bicycle/pedestrian safety.  This recommendation will require coordination 
with and approval by NYSDOT.                 

 
10. Reconfiguration of U.S. 9 southbound off-ramp.  A second approximately 250-foot lane is 

recommended on the southbound off-ramp.  This lane would allow shared left-turn/ 
through/right-turn movements throughout the day or at least during the weekday AM 
peak period.  This would improve overall traffic conditions in the area by making traffic 
operations at the congested Croton Point Avenue at U.S. 9 southbound ramps intersection 
more efficient.  This recommendation will require coordination with and approval by 
NYSDOT. 
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11. Relocation of existing bus stop.  It is recommended to relocate the bus stop on the north 
side of Croton Point Avenue beneath the U.S. 9 overpass to the U.S. 9 southbound on-
ramp.  This will reduce congestion caused by buses along Croton Point Avenue.  It will 
bring the bus stop closer to the train station and allow bus/train transfers to be made 
without crossing Croton Point Avenue. 
 

It is estimated that the cost of implementing these short-term improvements will be 
approximately $1.5 million.  Funding for these improvements has been requested through 
NYSDOT’s Transportation Enhancements Program (TEP) – the application for which was 
submitted on June 27, 2008.  A detailed cost estimate and notes from the April 15 public 
meeting from which some of the short-term, as well as long-term improvements, were 
derived are provided in Appendices H and I, respectively. 
 
Analysis Results 
 
Intersection and arterial analyses were conducted for 2013 Build conditions to assess the 
impacts of above short-term vehicle-related improvements.  The results of weekday AM and 
PM peak-hour intersection analyses are provided in Tables 2 and 3, respectively.  As 
indicated in the tables, traffic operations in the Croton Harmon study area would be better for 
Build conditions with the installation and coordination of traffic signals along the corridor 
than for No Build conditions.  All lane movements would operate at generally acceptable 
LOS D with less than 45 sec/veh of delay or better during the weekday AM peak hour and at 
good LOS C with less than 35 sec/veh of delay or better during the weekday PM peak hour.  
With recommended signal timings and phasing, as documented in the Synchro analysis, the 
actuated approaches could operate at LOS D or better while the local traffic along S. 
Riverside Avenue and Croton Point Avenue, although no longer free-flowing, could operate 
at LOS C or better.  It should be noted, however, that establishing the actual offsets between 
intersections should be done in the field.  As indicated in Table 2, there are times during the 
weekday AM peak period when entering traffic volumes and resulting queue lengths may 
exceed storage capacity, as they do for existing conditions.  To ensure the best traffic 
operations, offsets should be based on field observations, and DON’T BLOCK THE 
INTERSECTION regulations should be enforced.     
 
Build condition arterial analyses along the proposed signalized segment of project area 
roadway indicate that it would take about 1 minute and 45 seconds to travel between 
Benedict Boulevard and Veterans Plaza in either direction during the weekday AM peak 
hour – approximately 45 seconds of which would be signal delay along Croton 
Point Avenue.  It would take less than 1 minute and 30 seconds to travel between 
Benedict Boulevard and Veterans Plaza in either direction during the weekday PM peak 
hour – approximately 25 seconds of which would be signal delay along Croton 
Point Avenue.  Delays to Croton Point Avenue are higher during the weekday AM peak 
period because more time must be allotted to the U.S. 9 northbound and southbound off-ramp 
traffic in the mornings than in the evenings.           
  
Detailed 2013 Build condition intersection and arterial analyses results are provided in 
Appendix G.   
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ADDITIONAL/LONGER-TERM IMPROVEMENTS 

 
In the process of speaking with the public and developing short-term improvements for 
which a TEP application has been submitted, the following additional long-term 
improvements have been identified.   
 
1. The installation of SHARE THE ROAD signs north of the project study area between 

Benedict Boulevard and Oneida Avenue and of bicycle lanes between Oneida Avenue 
and U.S. 129/Maple Street to provide a continuous bicycle accommodation along S. 
Riverside Avenue to U.S. 129/Maple Street 
 

2. Since S. Riverside Avenue is currently not wide enough to accommodate on- or off-street 
bicycle facilities, the acquisition of right-of-way along S. Riverside Avenue, in 
coordination with future development along the roadway between Benedict Boulevard 
and Croton Point Avenue, to facilitate on-street bicycle lanes and/or continuation of the 
raised shared bicycle/pedestrian path 
 

3. The continuation of the River Walk bicycle/pedestrian trail from the U.S. 9 southbound 
on-ramp at Croton Point Avenue north of the project study area to Municipal Place 

 

4. Consideration should be given to the construction of a bicycle/pedestrian overpass from 
the west end of Benedict Boulevard over U.S. 9 to a new bicycle/pedestrian path or 
roadway immediately north of the train station and to    
 

5. The acquisition of property to accomplish the complete reconfiguration of the U.S. 9 
southbound ramps (with a potential direct connection to the train station), which may 
especially be necessary should plans to construct a parking garage at the train station be 
implemented. 

 

Based on discussions with the Village, it may be possible to implement the bicycle signing 
and striping north of the project area with available Village funds.  If not, it is recommended 
that the Village contact NYSDOT and the New York Metropolitan Transportation Council 
(NYMTC) to identify the most likely funding sources for these and long-term improvements.  
NYSDOT Region 8 may elect to fully or partially fund improvements with State money, 
especially since the short-term modifications to the U.S. 9 northbound and southbound ramps 
at Croton Point Avenue and the potential long-term reconfiguration of the U.S. 9 southbound 
ramp would require NYSDOT involvement and approval.  Or, NYSDOT may steer the 
Village toward acquiring federal funding.  Based on research and a review of the Federal 
Highway Administration’s A Guide To Federal-Aid Programs And Projects

2, it is possible 
that federal funding may be obtained from the NYSDOT/NYMTC Congestion Mitigation 
and Air Quality Improvement (CMAQ) program, straight Surface Transportation Program 
(STP), or affiliated STP TEP and Bicycle and Pedestrian Walkways program.  Some 
improvements may also be federally funded by the New York State Department of Housing 

                                                 
2 Federal Highway Administration Office of Program Administration.  A Guide to Federal-Aid Programs and 
Projects.  U.S. Department of Transportation, Federal Highway Administration.  June 24, 2008.  < http://www. 
fhwa.dot.gov/federalaid/projects.pdf >. 
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and Community Renewal (NYSDHCR) Community Development Block Grant (CDBG) 
program. 
 
Detailed information regarding some of the potential federal funding sources is provided in 
Appendix J.     
 
 
CONCLUSION 

 
The goal of this project was to develop a conceptual plan to improve vehicular, pedestrian, 
and bicycle operations in the vicinity of Croton-Harmon Train Station.  Based on field 
observations, traffic analyses, and community feedback, it was found that numerous short-
term improvements could be made to improve conditions.  As discussed previously and 
shown in Figure 6, the major short-term improvements include the following.  The $1.5 
million in funding required to implement these and the additional improvements in Figure 6 
will be applied for from NYSDOT’s Transportation Enhancement Program.    
 

• The construction of a raised shared bicycle/pedestrian path on either side of 
Croton Point Avenue 
 

• The replacement of sidewalks 
 

• The installation of actuated and coordinated traffic signals 
 

• The reconfiguration of the U.S. 9 northbound and southbound off-ramps  
 

• The repaving and re-striping of the study area roadways   
 
Improvements outside of the project study area and/or that are more long-term could also be 
implemented.  These improvements could include the following.   
 

• Signing, striping, right-of-way acquisition to improve bicycle/pedestrian 
operations within and north of the project study area   

 

• Construction of a River Walk bicycle/pedestrian trail extension from the U.S. 9 
on-ramp to Municipal Place 

 

• Property acquisition to effect a realignment/reconfiguration of the U.S. 9 
southbound ramps 

 
The costs and preferred funding sources for these projects are to be determined. 
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Intersection: Veterans Plaza and Croton Point Ave

Date:

Time Period: Weekday AM Peak

Left Through Right Total Left Through Right Total Left Through Right Total Left Through Right Total

6:30 0 0 0 0 163 85 3 251 2 0 29 31 0 12 0 12

to 0 0 0 0 0 1 0 1 0 0 0 0 0 0 0 0

6:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 163 86 3 252 2 0 29 31 0 12 0 12

6:45 0 0 0 0 144 89 1 234 4 0 35 39 0 6 1 7

to 0 0 0 0 0 1 0 1 0 0 0 0 0 0 0 0

7:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 144 90 1 235 4 0 35 39 0 6 1 7

7:00 0 0 0 0 284 61 5 350 2 0 59 61 0 11 4 15

to 0 0 0 0 1 1 0 2 0 0 0 0 0 0 1 1

7:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 285 62 5 352 2 0 59 61 0 11 5 16

7:15 1 0 0 1 222 60 5 287 0 0 64 64 0 16 3 19

to 0 0 0 0 0 1 0 1 0 0 0 0 0 0 0 0

7:30 0 0 0 0 0 0 0 0 1 0 0 1 0 0 0 0

1 0 0 1 222 61 5 288 0 0 64 64 0 16 3 19 1,377

7:30 0 0 0 0 308 61 12 381 2 0 85 87 0 24 5 29

to 0 0 0 0 1 1 0 2 0 0 1 1 9 1 1 11

7:45 0 0 0 0 0 0 0 0 2 0 0 2 0 0 0 0

0 0 0 0 309 62 12 383 2 0 86 88 9 25 6 40 1,593

7:45 0 0 0 0 259 91 22 372 3 0 63 66 0 12 4 16

to 0 0 0 0 1 1 0 2 0 0 0 0 0 0 1 1

8:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 260 92 22 374 3 0 63 66 0 12 5 17 1,769

8:00 0 1 2 3 123 43 8 174 2 0 42 44 0 42 3 45

to 0 0 0 0 0 1 0 1 0 0 0 0 4 1 0 5

8:15 0 0 0 0 0 0 0 0 0 0 0 0 0 1 0 1

0 1 2 3 123 44 8 175 2 0 42 44 4 43 3 50 1,612

8:15 0 0 1 1 128 16 16 160 2 0 37 39 0 45 1 46

to 0 0 0 0 0 0 0 0 0 0 0 0 0 1 0 1

8:30 0 0 0 0 0 0 0 0 3 0 0 3 0 0 0 0

0 0 1 1 128 16 16 160 2 0 37 39 0 46 1 47 1,487

8:30 0 0 0 0 13 7 3 23 0 0 13 13 0 9 0 9

to 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 13 7 3 23 0 0 13 13 0 9 0 9 1,021

1 1 3 1,644 513 75 17 0 427 0 177 21

0 0 0 3 7 0 0 0 1 13 3 3

0 0 0 0 0 0 6 0 0 0 1 0

Left Through Right Total Left Through Right Total Left Through Right Total Left Through Right Total

1 0 0 1 1,076 277 44 1,397 7 0 272 279 9 64 19 92

7:00 0.0% #DIV/0! #DIV/0! 0.0% 0.3% 1.4% 0.0% 0.5% 0.0% #DIV/0! 0.4% 0.4% 100.0% 1.6% 15.8% 14.1%

to 0.0% #DIV/0! #DIV/0! 0.0% 0.0% 0.0% 0.0% 0.0% 42.9% #DIV/0! 0.0% 1.1% 0.0% 0.0% 0.0% 0.0%

8:00 0.0% #DIV/0! #DIV/0! 0.0% 0.3% 1.4% 0.0% 0.5% 0.0% #DIV/0! 0.4% 0.4% 100.0% 1.6% 15.8% 14.1%

0.25 #DIV/0! #DIV/0! 0.25 0.87 0.75 0.50 0.91 0.58 #DIV/0! 0.79 0.79 0.25 0.64 0.79 0.58PHF

Hourly 

Intersection 

Volume

% HVs

Truck/Bus

Bicycle

Croton Point Ave Veterans Plaza

Turning Movement Count Summary

Village of Croton-on-Hudson, Westchester County, New York

Time Southbound Westbound

Veterans Plaza Croton Point Ave

% Truck/Bus

% Bicycles

Tuesday, April 8, 2008

Southbound

Car

Truck/Bus

Bicycle

Bicycle

Total

Car

Car

Truck/Bus

Bicycle

Total

Croton Harmon Parking Facility Vehicular Pedestrian and Bicycle Study

Car

Truck/Bus

Bicycle

Bicycle

Total

Total

Car

Truck/Bus

Bicycle

Total

Total

Car

Car

Truck/Bus

Bicycle

Total

Total

Truck/Bus

Car

Truck/Bus

Bicycle

Total

Car

Truck/Bus

Northbound EastboundVolume

Parking Lot Croton Point Ave

Volumes

Northbound

Parking Lot

Analysis Hour Westbound Eastbound

Croton Point Ave



Intersection: Veterans Plaza and Croton Point Ave

Date:

Time Period: Weekday PM Peak

Left Through Right Total Left Through Right Total Left Through Right Total Left Through Right Total

17:15 0 1 0 1 34 15 1 50 1 1 18 20 0 19 0 19

to 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

17:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 1 0 1 34 15 1 50 1 1 18 20 0 19 0 19

17:30 9 1 0 10 34 17 1 52 1 1 145 147 0 11 1 12

to 0 1 0 1 0 0 0 0 0 0 0 0 0 0 0 0

17:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

9 2 0 11 34 17 1 52 1 1 145 147 0 11 1 12

17:45 7 0 0 7 28 10 1 39 2 0 75 77 0 16 0 16

to 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

18:00 0 0 0 0 0 0 0 0 0 0 0 0 0 1 0 1

7 0 0 7 28 10 1 39 2 0 75 77 0 16 0 16

18:00 10 0 0 10 49 22 0 71 2 0 173 175 0 32 0 32

to 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

18:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

10 0 0 10 49 22 0 71 2 0 173 175 0 32 0 32 739

18:15 9 0 0 9 43 11 1 55 6 0 278 284 0 19 3 22

to 0 0 0 0 0 0 0 0 0 0 0 0 0 0 1 1

18:30 0 0 0 0 0 0 0 0 0 0 2 2 0 0 0 0

9 0 0 9 43 11 1 55 6 0 278 284 0 19 4 23 1,020

18:30 5 0 0 5 33 11 1 45 0 0 99 99 0 15 1 16

to 0 0 0 0 0 0 0 0 0 0 0 0 0 0 1 1

18:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

5 0 0 5 33 11 1 45 0 0 99 99 0 15 2 17 964

18:45 13 1 1 15 43 15 2 60 4 0 209 213 0 7 1 8

to 0 0 2 2 0 0 0 0 0 0 0 0 0 0 0 0

19:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

13 1 3 17 43 15 2 60 4 0 209 213 0 7 1 8 1,123

19:00 6 0 6 43 12 2 57 0 0 46 46 0 21 2 23

to 0 0 1 1 0 0 0 0 0 0 0 0 0 0 1 1

19:15 0 0 0 0 0 0 0 0 0 0 2 2 0 0 0 0

6 0 1 7 43 12 2 57 0 0 46 46 0 21 3 24 969

19:15 1 0 0 1 3 4 2 9 1 0 107 108 0 6 0 6

to 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

19:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1 0 0 1 3 4 2 9 1 0 107 108 0 6 0 6 722

60 3 1 310 117 11 17 2 1,150 0 146 8

0 1 3 0 0 0 0 0 0 0 0 3

0 0 0 0 0 0 0 0 4 0 1 0

Left Through Right Total Left Through Right Total Left Through Right Total Left Through Right Total

37 1 3 41 168 59 4 231 12 0 759 771 0 73 7 80

6:00 0.0% 0.0% 66.7% 4.9% 0.0% 0.0% 0.0% 0.0% 0.0% #DIV/0! 0.0% 0.0% #DIV/0! 0.0% 28.6% 2.5%

to 0.0% 0.0% 0.0% 0.0% 0.0% 0.0% 0.0% 0.0% 0.0% #DIV/0! 0.3% 0.3% #DIV/0! 0.0% 0.0% 0.0%

7:00 0.0% 0.0% 66.7% 4.9% 0.0% 0.0% 0.0% 0.0% 0.0% #DIV/0! 0.3% 0.0% #DIV/0! 0.0% 28.6% 2.5%

0.71 0.25 0.25 0.60 0.86 0.67 0.50 0.81 0.50 #DIV/0! 0.68 0.68 #DIV/0! 0.57 0.44 0.63

Volumes

Parking Lot

EastboundNorthbound

Croton Point Ave Veterans Plaza Croton Point Ave

Westbound

Car

Truck/Bus

Car

Truck/Bus

Bicycle

Total

Truck/Bus

Volume

Parking Lot Croton Point Ave

Croton Harmon Parking Facility Vehicular Pedestrian and Bicycle Study

Car

Truck/Bus

Bicycle

Bicycle

Total

Total

Car

Car

Truck/Bus

Bicycle

Total

Bicycle

Total

Total

Car

Bicycle

Total

Car

Truck/Bus

Bicycle

Southbound

Car

Truck/Bus

Bicycle

Total

Total

Car

Truck/Bus

Analysis Hour

Turning Movement Count Summary

Village of Croton-on-Hudson, Westchester County, New York

Time Southbound Westbound

Veterans Plaza Croton Point Ave

Tuesday, April 8, 2008

Northbound Eastbound

PHF

Hourly 

Intersection 

Volume

% HVs

Truck/Bus

Bicycle

% Truck/Bus

% Bicycles



Intersection: Southbound U.S. Route 9 Ramps & Croton Point Ave

Date:

Time Period: Weekday AM Peak

Left Through Right Total Left Through Right Total Left Through Right Total Left Through Right Total

6:30 4 0 96 100 0 24 155 179 26 15 41

to 1 0 0 1 0 1 1 2 0 1 1

6:45 0 0 0 0 0 0 0 0 0 0 0

5 0 96 101 0 0 0 0 25 156 0 181 0 26 16 42

6:45 6 0 117 123 0 42 117 159 25 16 41

to 1 0 0 1 0 2 1 3 0 1 1

7:00 0 0 0 0 0 0 0 0 0 0 0

7 0 117 124 0 0 0 0 44 118 0 162 0 25 17 42

7:00 3 1 104 108 0 37 246 283 37 33 70

to 1 0 0 1 0 2 2 4 0 2 2

7:15 0 0 0 0 0 0 0 0 0 0 0

4 1 104 109 0 0 0 0 39 248 0 287 0 37 35 72

7:15 11 0 139 150 0 43 148 191 59 22 81

to 2 0 1 3 0 3 0 3 0 1 1

7:30 0 0 0 0 0 0 0 0 0 0 0

13 0 140 153 0 0 0 0 46 148 0 194 0 59 23 82 1,549

7:30 2 0 125 127 0 54 256 310 80 29 109

to 1 0 1 2 0 3 1 4 0 2 2

7:45 0 0 0 0 0 0 0 0 0 0 0

3 0 126 129 0 0 0 0 57 257 0 314 0 80 31 111 1,779

7:45 4 0 141 145 0 62 231 293 47 28 75

to 1 0 1 2 0 4 1 5 0 2 2

8:00 0 0 0 0 0 0 0 0 0 0 0

5 0 142 147 0 0 0 0 66 232 0 298 0 47 30 77 1,973

8:00 4 1 90 95 0 55 84 139 53 31 84

to 1 0 0 1 0 3 1 4 0 2 2

8:15 0 0 0 0 0 0 0 0 1 0 1

5 1 90 96 0 0 0 0 58 85 0 143 0 53 33 86 1,830

8:15 5 1 67 73 0 57 93 150 59 23 82

to 1 0 0 1 0 3 0 3 0 1 1

8:30 0 0 0 0 0 0 0 0 0 0 0

6 1 67 74 0 0 0 0 60 93 0 153 0 59 24 83 1,711

8:30 2 1 7 10 0 15 16 31 16 6 22

to 0 0 0 0 0 1 0 1 0 0 0

8:45 0 0 0 0 0 0 0 0 0 0 0

2 1 7 10 0 0 0 0 16 16 0 32 0 16 6 22 1,221

41 4 886 0 0 0 389 1,346 0 0 402 203

9 0 3 0 0 0 22 7 0 0 0 12

0 0 0 0 0 0 0 0 0 0 1 0

Left Through Right Total Left Through Right Total Left Through Right Total Left Through Right Total

25 1 512 538 0 0 0 0 208 885 0 1,093 0 223 119 342

7:00 20.0% 0.0% 0.6% 1.5% #DIV/0! #DIV/0! #DIV/0! #DIV/0! 5.8% 0.4% #DIV/0! 1.4% #DIV/0! 0.0% 5.9% 2.0%

to 0.0% 0.0% 0.0% 0.0% #DIV/0! #DIV/0! #DIV/0! #DIV/0! 0.0% 0.0% #DIV/0! 0.0% #DIV/0! 0.0% 0.0% 0.0%

8:00 20.0% 0.0% 0.6% 1.5% #DIV/0! #DIV/0! #DIV/0! #DIV/0! 5.8% 0.4% #DIV/0! 1.4% #DIV/0! 0.0% 5.9% 2.0%

0.48 0.25 0.90 0.88 #DIV/0! #DIV/0! #DIV/0! #DIV/0! 0.79 0.86 #DIV/0! 0.87 #DIV/0! 0.70 0.85 0.77

Northbound Westbound

Croton Point Ave

Total

Volumes

Analysis Hour

SB U.S. Rt 9 Exit Ramp

Total

Car

Truck/Bus

Total

Croton Harmon Parking Facility Vehicular Pedestrian and Bicycle Study

Car

Truck/Bus

Bicycle

Bicycle

SB U.S. Rt 9 Exit Ramp

Total

Car

Bicycle

Truck/Bus

Bicycle

Total

Car

Truck/Bus

Bicycle

Truck/Bus

Total

Total

SB U.S. Rt 9 Ent. Ramp

Bicycle

Total

Car

Car

Truck/Bus

Bicycle

Car

Turning Movement Count Summary

Croton-on-Hudson, Westchester County, New York

VolumeTime Southbound Northbound Westbound Eastbound

Tuesday, April 8, 2008

Hourly 

Intersection 

Volume

Truck/Bus

% Bicycles

SB U.S. Rt 9 Ent. Ramp

Croton Point Ave

Truck/Bus

Bicycle

% Truck/Bus

Car

PHF

Eastbound

Car

Truck/Bus

Bicycle

Total

% HVs

Southbound



Intersection: Southbound U.S. Route 9 Ramps & Croton Point Ave

Date:

Time Period: Weekday PM Peak

Left Through Right Total Left Through Right Total Left Through Right Total Left Through Right Total

17:15 11 1 17 29 0 52 33 85 21 16 37

to 0 0 1 1 0 1 0 1 0 0 0

17:30 0 0 0 0 0 0 0 0 0 0 0

11 1 18 30 0 0 0 0 53 33 0 86 0 21 16 37

17:30 14 0 19 33 0 63 33 96 133 32 165

to 1 0 1 2 0 1 0 1 0 0 0

17:45 0 0 0 0 0 0 0 0 0 0 0

15 0 20 35 0 0 0 0 64 33 0 97 0 133 32 165

17:45 8 0 10 18 0 56 29 85 78 20 98

to 0 0 0 0 0 1 0 1 0 0 0

18:00 0 0 0 0 0 0 0 0 0 1 1

8 0 10 18 0 0 0 0 57 29 0 86 0 78 20 98

18:00 12 0 15 27 0 52 56 108 172 43 215

to 0 0 1 1 0 1 0 1 0 1 1

18:15 0 0 0 0 0 0 0 0 0 0 0

12 0 16 28 0 0 0 0 53 56 0 109 0 172 44 216 1,005

18:15 12 0 20 32 0 53 35 88 250 56 306

to 0 0 1 1 0 1 0 1 0 1 1

18:30 0 0 0 0 0 0 0 0 2 0 2

12 0 21 33 0 0 0 0 54 35 0 89 0 250 57 307 1,281

18:30 4 0 19 23 0 49 26 75 98 21 119

to 0 1 1 2 0 1 0 1 0 0 0

18:45 0 0 0 0 0 0 0 0 0 0 0

4 1 20 25 0 0 0 0 50 26 0 76 0 98 21 119 1,204

18:45 5 0 18 23 0 42 42 84 195 34 229

to 0 0 1 1 0 1 0 1 0 0 0

19:00 0 0 0 0 0 0 0 0 0 0 0

5 0 19 24 0 0 0 0 43 42 0 85 0 195 34 229 1,340

19:00 6 0 16 22 0 45 41 86 60 13 73

to 0 0 1 1 0 1 0 1 0 0

19:15 0 0 0 0 0 0 0 0 2 0 2

6 0 17 23 0 0 0 0 46 41 0 87 0 60 13 73 1,170

19:15 1 0 1 2 0 13 8 21 100 14 114

to 0 0 0 0 0 0 0 0 0 0 0

19:30 0 0 0 0 0 0 0 0 0 0 0

1 0 1 2 0 0 0 0 13 8 0 21 0 100 14 114 878

73 1 135 0 0 0 425 303 0 0 1,107 249

1 1 7 0 0 0 8 0 0 0 0 2

0 0 0 0 0 0 0 0 0 0 4 1

Left Through Right Total Left Through Right Total Left Through Right Total Left Through Right Total

33 1 76 110 0 0 0 0 200 159 0 359 0 715 156 871

6:00 0.0% 100.0% 5.3% 4.5% #DIV/0! #DIV/0! #DIV/0! #DIV/0! 2.0% 0.0% #DIV/0! 0.8% #DIV/0! 0.0% 1.3% 0.0%

to 0.0% 0.0% 0.0% 0.0% #DIV/0! #DIV/0! #DIV/0! #DIV/0! 0.0% 0.0% #DIV/0! 0.0% #DIV/0! 0.3% 0.0% 0.2%

7:00 0.0% 100.0% 5.3% 4.5% #DIV/0! #DIV/0! #DIV/0! #DIV/0! 2.0% 0.0% #DIV/0! 1.1% #DIV/0! 0.3% 1.3% 0.2%

0.69 0.25 0.90 0.83 #DIV/0! #DIV/0! #DIV/0! #DIV/0! 0.93 0.71 #DIV/0! 0.82 #DIV/0! 0.72 0.68 0.71PHF
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Car

Car
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Truck/Bus
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Car
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Intersection: Northbound U.S. Route 9 Ramps & Croton Point Ave 

Date:

Time Period: Weekday AM Peak

Left Through Right Total Left Through Right Total Left Through Right Total Left Through Right Total

6:30 0 60 20 80 7 85 92 2 11 13

to 0 1 1 2 1 2 3 2 0 2

6:45 0 0 0 0 0 0 0 0 0 0

0 0 0 0 61 0 21 82 8 87 0 95 0 4 11 15

6:45 0 49 32 81 6 95 101 11 9 20

to 0 1 2 3 0 4 4 3 0 3

7:00 0 0 0 0 0 0 0 0 0 0

0 0 0 0 50 0 34 84 6 99 0 105 0 14 9 23

7:00 0 81 15 96 3 198 201 21 9 30

to 0 2 1 3 0 5 5 3 0 3

7:15 0 0 0 0 0 0 0 0 0 0

0 0 0 0 83 0 16 99 3 203 0 206 0 24 9 33

7:15 0 37 26 63 7 149 156 37 26 63

to 0 1 2 3 0 5 5 5 1 6

7:30 0 0 0 0 0 1 1 0 0 0

0 0 0 0 38 0 28 66 7 154 0 161 0 42 27 69 1,038

7:30 0 71 33 104 5 225 230 30 31 61

to 0 2 2 4 0 8 8 5 1 6

7:45 0 0 0 0 0 2 2 0 0 0

0 0 0 0 73 0 35 108 5 233 0 238 0 35 32 67 1,259

7:45 0 78 40 118 3 189 192 22 22 44

to 0 2 3 5 0 6 6 4 1 5

8:00 0 0 0 0 0 0 0 0 0 0

0 0 0 0 80 0 43 123 3 195 0 198 0 26 23 49 1,417

8:00 0 29 24 53 7 106 113 28 24 52

to 0 1 2 3 1 3 4 4 1 5

8:15 0 0 0 0 0 2 2 0 0 0

0 0 0 0 30 0 26 56 8 109 0 117 0 32 25 57 1,309

8:15 0 30 21 51 7 105 112 36 24 60

to 0 1 2 3 1 3 4 4 1 5

8:30 0 0 0 0 0 2 2 0 0 0

0 0 0 0 31 0 23 54 8 108 0 116 0 40 25 65 1,248

8:30 0 4 12 16 0 6 6 0 2 2

to 0 0 1 1 0 0 0 0 0 0

8:45 0 0 0 0 0 0 0 0 0 0

0 0 0 0 4 0 13 17 0 6 0 6 0 0 2 2 860

0 0 0 439 0 223 45 1,158 0 0 187 158

0 0 0 11 0 16 3 36 0 0 30 5

0 0 0 0 0 0 0 7 0 0 0 0

Left Through Right Total Left Through Right Total Left Through Right Total Left Through Right Total

0 0 0 0 274 0 122 396 18 785 0 803 0 127 91 218

7:00 #DIV/0! #DIV/0! #DIV/0! #DIV/0! 2.6% #DIV/0! 6.6% 3.8% 0.0% 3.1% #DIV/0! 3.0% #DIV/0! 13.4% 3.3% 9.2%

to #DIV/0! #DIV/0! #DIV/0! #DIV/0! 0.0% #DIV/0! 0.0% 0.0% 0.0% 0.4% #DIV/0! 0.4% #DIV/0! 0.0% 0.0% 0.0%

8:00 #DIV/0! #DIV/0! #DIV/0! #DIV/0! 2.6% #DIV/0! 6.6% 3.8% 0.0% 3.1% #DIV/0! 3.0% #DIV/0! 13.4% 3.3% 9.2%

#DIV/0! #DIV/0! #DIV/0! #DIV/0! 0.83 #DIV/0! 0.71 0.80 0.64 0.84 #DIV/0! 0.84 #DIV/0! 0.76 0.71 0.79

Car
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Total
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Bicycle

Total

Truck/Bus

Bicycle

Total

Total

Truck/Bus

Bicycle

Total

Car

Croton Harmon Parking Facility Vehicular Pedestrian and Bicycle Study

Car

Truck/Bus

Bicycle

Bicycle

Total

Total

Car

Croton-on-Hudson, Westchester County, New York

% Truck/Bus

% Bicycles

Tuesday, April 8, 2008

Southbound Northbound Westbound Eastbound

Total

Truck/Bus

Car

Truck/Bus

Car

Turning Movement Count Summary

Bicycle

Total

Car

Truck/Bus

Bicycle

Car

NB U.S. Route 9 Ramps

PHF

Analysis Hour

Hourly 

Intersection 

Volume

% HVs

Truck/Bus

Bicycle



Intersection: Northbound U.S. Route 9 Ramps & Croton Point Ave 

Date:

Time Period: Weekday PM Peak

Left Through Right Total Left Through Right Total Left Through Right Total Left Through Right Total

17:15 0 23 111 134 22 56 78 3 10 13

to 0 1 1 2 0 2 2 0 0 0

17:30 0 0 0 0 0 0 0 0 0 0

0 0 0 0 24 0 112 136 22 58 0 80 0 3 10 13

17:30 0 16 94 110 23 72 95 72 52 124

to 0 1 1 2 1 1 2 2 0 2

17:45 0 0 0 0 0 0 0 0 0 0

0 0 0 0 17 0 95 112 24 73 0 97 0 74 52 126

17:45 0 18 100 118 15 60 75 50 36 86

to 0 1 1 2 0 1 1 2 0 2

18:00 0 0 0 0 0 0 0 0 0 0

0 0 0 0 19 0 101 120 15 61 0 76 0 52 36 88

18:00 0 22 102 124 20 77 97 114 65 179

to 0 1 1 2 0 2 2 2 0 2

18:15 0 0 0 0 0 0 0 0 0 0

0 0 0 0 23 0 103 126 20 79 0 99 0 116 65 181 1,254

18:15 0 21 91 112 15 61 76 128 117 245

to 0 1 1 2 0 0 0 1 2 3

18:30 0 0 0 0 0 0 0 2 0 2

0 0 0 0 22 0 92 114 15 61 0 76 0 129 119 248 1,463

18:30 0 13 65 78 16 71 87 65 45 110

to 0 1 1 2 0 1 1 0 0 0

18:45 0 0 0 0 0 0 0 0 0 0

0 0 0 0 14 0 66 80 16 72 0 88 0 65 45 110 1,406

18:45 0 15 69 84 15 52 67 107 74 181

to 0 1 1 2 0 0 0 0 0 0

19:00 0 0 0 0 0 0 0 0 0 0

0 0 0 0 16 0 70 86 15 52 0 67 0 107 74 181 1,456

19:00 0 20 47 67 14 60 74 58 24 82

to 0 1 0 1 0 1 1 0 0 0

19:15 0 0 0 0 0 0 0 0 0 0

0 0 0 0 21 0 47 68 14 61 0 75 0 58 24 82 1,275

19:15 0 2 7 9 0 4 4 0 10 10

to 0 0 0 0 0 0 0 0 0 0

19:30 0 0 0 0 0 0 0 0 0 0

0 0 0 0 2 0 7 9 0 4 0 4 0 0 10 10 860

0 0 0 150 0 686 140 513 0 0 597 433

0 0 0 8 0 7 1 8 0 0 7 2

0 0 0 0 0 0 0 0 0 0 2 0

Left Through Right Total Left Through Right Total Left Through Right Total Left Through Right Total

0 0 0 0 75 0 331 406 66 264 0 330 0 417 303 720

6:00 #DIV/0! #DIV/0! #DIV/0! #DIV/0! 5.3% #DIV/0! 1.2% 1.2% 0.0% 1.1% #DIV/0! 0.6% #DIV/0! 0.7% 0.7% 0.0%

to #DIV/0! #DIV/0! #DIV/0! #DIV/0! 0.0% #DIV/0! 0.0% 0.0% 0.0% 0.0% #DIV/0! 0.0% #DIV/0! 0.5% 0.0% 0.0%

7:00 #DIV/0! #DIV/0! #DIV/0! #DIV/0! 5.3% #DIV/0! 1.2% 2.0% 0.0% 1.1% #DIV/0! 0.9% #DIV/0! 1.2% 0.7% 0.7%

#DIV/0! #DIV/0! #DIV/0! #DIV/0! 0.82 #DIV/0! 0.80 0.81 0.83 0.84 #DIV/0! 0.83 #DIV/0! 0.81 0.64 0.73

NB U.S. Route 9 Ramps

PHF

Analysis Hour

Hourly 

Intersection 

Volume

% HVs

Truck/Bus

Bicycle

Turning Movement Count Summary

Bicycle

Total

Car

Car

Croton-on-Hudson, Westchester County, New York

% Truck/Bus

% Bicycles

Tuesday, April 8, 2008

Southbound Northbound Westbound Eastbound

Total

Truck/Bus

Croton Harmon Parking Facility Vehicular Pedestrian and Bicycle Study

Car

Truck/Bus

Bicycle

Bicycle

Total

Total

Car

Truck/Bus

Bicycle

Total

Car

Truck/Bus

Bicycle

Total

Total

Car

Truck/Bus

Car

Truck/Bus

Bicycle

Car

Truck/Bus

Bicycle

Total

VolumeTime Southbound Northbound

NB U.S. Route 9 Ramps

Westbound Eastbound

Croton Point Ave

Volumes

Croton Point Ave

Car

Truck/Bus

Bicycle

Total



Intersection: S. Riverside Ave & Croton Point Ave

Date:

Time Period: Weekday AM Peak

Left Through Right Total Left Through Right Total Left Through Right Total Left Through Right Total

6:30 0 4 82 86 10 3 0 13 0 0 0 0 16 0 6 22

to 0 0 2 2 1 0 0 1 0 0 0 0 2 0 1 3

6:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 4 84 88 11 3 0 14 0 0 0 0 18 0 7 25

6:45 0 6 96 102 5 6 0 11 0 0 0 0 31 0 12 43

to 0 0 3 3 1 1 0 2 0 0 0 0 4 0 1 5

7:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 6 99 105 6 7 0 13 0 0 0 0 35 0 13 48

7:00 0 14 197 211 4 3 0 7 0 0 0 0 28 0 8 36

to 0 0 5 5 0 0 0 0 0 0 0 0 3 0 1 4

7:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 14 202 216 4 3 0 7 0 0 0 0 31 0 9 40

7:15 0 9 149 158 7 5 0 12 0 0 0 0 48 0 15 63

to 0 0 4 4 1 1 0 2 0 0 0 0 5 0 2 7

7:30 0 0 1 1 0 0 0 0 0 0 0 0 0 0 0 0

0 9 153 162 8 6 0 14 0 0 0 0 53 0 17 70 802

7:30 0 12 211 223 19 5 0 24 0 0 0 0 48 3 12 63

to 0 0 6 6 2 1 0 3 0 0 0 0 5 1 1 7

7:45 0 0 2 2 0 0 0 0 0 0 0 0 0 0 0 0

0 12 217 229 21 6 0 27 0 0 0 0 53 4 13 70 1,001

7:45 0 18 178 196 14 7 0 21 0 0 0 0 52 0 10 62

to 0 0 5 5 1 1 0 2 0 0 0 0 6 0 1 7

8:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 18 183 201 15 8 0 23 0 0 0 0 58 0 11 69 1,128

8:00 0 18 103 121 10 4 0 14 0 0 0 0 41 0 11 52

to 0 0 3 3 1 1 0 2 0 0 0 0 5 0 1 6

8:15 0 0 2 2 0 0 0 0 0 0 0 0 0 0 0 0

0 18 106 124 11 5 0 16 0 0 0 0 46 0 12 58 1,063

8:15 1 11 104 116 8 5 0 13 0 0 0 0 46 0 11 57

to 0 0 3 3 1 1 0 2 0 0 0 0 5 0 1 6

8:30 0 0 2 2 0 0 0 0 0 0 0 0 0 0 0 0

1 11 107 119 9 6 0 15 0 0 0 0 51 0 12 63 1,014

8:30 0 0 6 6 0 2 0 2 0 0 0 0 4 0 1 5

to 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 6 6 0 2 0 2 0 0 0 0 4 0 1 5 701

1 92 1,126 77 40 0 0 0 0 314 3 86

0 0 31 8 6 0 0 0 0 35 1 9

0 0 7 0 0 0 0 0 0 0 0 0

Left Through Right Total Left Through Right Total Left Through Right Total Left Through Right Total

0 53 755 808 48 23 0 71 0 0 0 0 195 4 50 249

7:00 #DIV/0! 0.0% 2.6% 2.5% 8.3% 13.0% #DIV/0! 9.9% #DIV/0! #DIV/0! #DIV/0! #DIV/0! 9.7% 25.0% 10.0% 10.0%

to #DIV/0! 0.0% 0.4% 0.4% 0.0% 0.0% #DIV/0! 0.0% #DIV/0! #DIV/0! #DIV/0! #DIV/0! 0.0% 0.0% 0.0% 0.0%

8:00 #DIV/0! 0.0% 2.6% 2.5% 8.3% 13.0% #DIV/0! 9.9% #DIV/0! #DIV/0! #DIV/0! #DIV/0! 9.7% 25.0% 10.0% 10.0%

#DIV/0! 0.74 0.87 0.88 0.57 0.72 #DIV/0! 0.66 #DIV/0! #DIV/0! #DIV/0! #DIV/0! 0.84 0.25 0.74 0.89PHF

Hourly 

Intersection 

Volume

% HVs

Truck/Bus

Bicycle

Car

Truck/Bus

Turning Movement Count Summary

Croton-on-Hudson, Westchester County, New York

% Truck/Bus

% Bicycles

Tuesday, April 8, 2008

Southbound Northbound Westbound Eastbound

Truck/Bus

Croton Harmon Parking Facility Vehicular Pedestrian and Bicycle Study

Car

Truck/Bus

Bicycle

Bicycle

Total

Total

Car

Bicycle

Bicycle

Total

Car

Truck/Bus

Bicycle

Total

Total

Car

Car

Truck/Bus

Bicycle

Total

Time Southbound Northbound

Total

Car

Truck/Bus

Bicycle

Total

Car

Truck/Bus

Westbound Eastbound

Croton Point Ave

Volumes

Croton Point Ave

Volume

Analysis Hour

Car

Truck/Bus

Bicycle

Total

S. Riverside Ave

S. Riverside Ave



Intersection: S. Riverside Ave & Croton Point Ave

Date:

Time Period: Weekday PM Peak

Left Through Right Total Left Through Right Total Left Through Right Total Left Through Right Total

17:15 0 18 37 55 41 34 0 75 0 0 0 0 68 0 46 114

to 0 0 1 1 1 1 0 2 0 0 0 0 1 0 0 1

17:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 18 38 56 42 35 0 77 0 0 0 0 69 0 46 115

17:30 0 14 48 62 47 24 0 71 0 0 0 0 115 0 51 166

to 0 0 1 1 1 0 0 1 0 0 0 0 2 0 1 3

17:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 14 49 63 48 24 0 72 0 0 0 0 117 0 52 169

17:45 0 19 41 60 34 29 0 63 0 0 0 0 98 0 52 150

to 0 0 1 1 0 0 0 0 0 0 0 0 2 0 1 3

18:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 19 42 61 34 29 0 63 0 0 0 0 100 0 53 153

18:00 0 25 52 77 45 33 0 78 0 0 0 0 145 0 71 216

to 0 0 1 1 1 1 0 2 0 0 0 0 2 0 1 3

18:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 25 53 78 46 34 0 80 0 0 0 0 147 0 72 219 1,206

18:15 0 33 29 62 47 32 0 79 0 0 0 0 150 0 69 219

to 0 0 0 0 0 0 0 0 0 0 0 0 2 0 0 2

18:30 0 0 0 0 0 0 0 0 0 0 0 0 2 0 0 2

0 33 29 62 47 32 0 79 0 0 0 0 152 0 69 221 1,320

18:30 0 20 29 49 58 36 0 94 0 0 0 0 83 0 47 130

to 0 0 1 1 0 0 0 0 0 0 0 0 1 0 0 1

18:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 20 30 50 58 36 0 94 0 0 0 0 84 0 47 131 1,291

18:45 0 24 29 53 38 34 0 72 0 0 0 0 136 0 40 176

to 0 0 0 0 0 0 0 0 0 0 0 0 1 0 0 1

19:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 24 29 53 38 34 0 72 0 0 0 0 137 0 40 177 1,316

19:00 0 22 38 60 36 26 0 62 0 0 0 0 68 0 37 105

to 0 0 1 1 0 0 0 0 0 0 0 0 0 0 0 0

19:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 22 39 61 36 26 0 62 0 0 0 0 68 0 37 105 1,167

19:15 0 1 1 2 3 3 0 6 0 0 0 0 1 0 3 4

to 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

19:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 1 1 2 3 3 0 6 0 0 0 0 1 0 3 4 817

0 176 304 349 251 0 0 0 0 864 0 416

0 0 6 3 2 0 0 0 0 11 0 3

0 0 0 0 0 0 0 0 0 2 0 0

Left Through Right Total Left Through Right Total Left Through Right Total Left Through Right Total

0 102 141 243 189 136 0 325 0 0 0 0 520 0 228 748

6:00 #DIV/0! 0.0% 1.4% 0.8% 0.5% 0.7% #DIV/0! 0.0% #DIV/0! #DIV/0! #DIV/0! #DIV/0! 1.2% #DIV/0! 0.4% 0.3%

to #DIV/0! 0.0% 0.0% 0.0% 0.0% 0.0% #DIV/0! 0.0% #DIV/0! #DIV/0! #DIV/0! #DIV/0! 0.4% #DIV/0! 0.0% 0.0%

7:00 #DIV/0! 0.0% 1.4% 0.8% 0.5% 0.7% #DIV/0! 0.6% #DIV/0! #DIV/0! #DIV/0! #DIV/0! 1.5% #DIV/0! 0.4% 0.9%

#DIV/0! 0.77 0.67 0.78 0.81 0.94 #DIV/0! 0.86 #DIV/0! #DIV/0! #DIV/0! #DIV/0! 0.86 #DIV/0! 0.79 0.85

S. Riverside Ave

S. Riverside Ave

Analysis Hour

Car

Truck/Bus

Bicycle

Total

Westbound Eastbound

Croton Point Ave

Volumes

Croton Point Ave

VolumeTime Southbound Northbound

Total

Car

Truck/Bus

Bicycle

Total

Car

Truck/Bus

Total

Car

Car

Truck/Bus

Bicycle

Total

Bicycle

Bicycle

Total

Car

Truck/Bus

Bicycle

Total

Croton Harmon Parking Facility Vehicular Pedestrian and Bicycle Study

Car

Truck/Bus

Bicycle

Bicycle

Total

Total

Car

Turning Movement Count Summary

Croton-on-Hudson, Westchester County, New York

% Truck/Bus

% Bicycles

Tuesday, April 8, 2008

Southbound Northbound Westbound Eastbound

Truck/Bus

PHF

Hourly 

Intersection 

Volume

% HVs

Truck/Bus

Bicycle

Car

Truck/Bus



Intersection: Benedict Blvd & S. Riverside Ave

Date:

Time Period: Weekday AM Peak

Left Through Right Total Left Through Right Total Left Through Right Total Left Through Right Total

6:30 1 56 2 59 2 14 5 21 29 0 2 31 0 0 2 2

to 0 1 0 1 1 2 0 3 0 0 0 0 0 0 0 0

6:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1 57 2 60 3 16 5 24 29 0 2 31 0 0 2 2

6:45 1 82 1 84 0 24 15 39 36 0 2 38 0 0 2 2

to 0 2 0 2 0 4 0 4 1 0 0 1 0 0 0 0

7:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1 84 1 86 0 28 15 43 37 0 2 39 0 0 2 2

7:00 0 142 3 145 0 21 8 29 72 0 3 75 0 0 1 1

to 0 3 0 3 0 4 0 4 1 0 0 1 0 0 0 0

7:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 145 3 148 0 25 8 33 73 0 3 76 0 0 1 1

7:15 0 99 1 100 0 38 21 59 55 1 2 58 0 0 0 0

to 0 2 0 2 0 7 1 8 1 0 0 1 0 0 0 0

7:30 0 0 0 0 0 0 0 0 1 0 0 1 0 0 0 0

0 101 1 102 0 45 22 67 56 1 2 59 0 0 0 0 773

7:30 0 143 5 148 1 39 17 57 87 0 5 92 0 0 0 0

to 0 3 1 4 0 7 1 8 1 0 1 2 0 0 0 0

7:45 0 0 0 0 0 0 0 0 1 0 0 1 0 0 0 0

0 146 6 152 1 46 18 65 88 0 6 94 0 0 0 0 967

7:45 1 111 3 115 2 36 28 66 73 1 6 80 0 1 1 2

to 0 2 1 3 0 7 1 8 1 0 1 2 0 0 0 0

8:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1 113 4 118 2 43 29 74 74 1 7 82 0 1 1 2 1,073

8:00 1 68 7 76 1 26 16 43 57 0 3 60 0 1 2 3

to 0 1 1 2 0 5 1 6 1 0 0 1 0 1 0 1

8:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1 69 8 78 1 31 17 49 58 0 3 61 0 2 2 4 1,007

8:15 2 51 3 56 2 38 8 48 56 1 4 61 0 1 4 5

to 0 1 1 2 0 7 0 7 1 0 1 2 0 2 1 3

8:30 0 1 0 1 0 0 0 0 2 0 0 2 0 0 0 0

2 52 4 58 2 45 8 55 57 1 5 63 0 3 5 8 963

8:30 0 1 0 1 0 2 3 5 5 0 0 5 0 0 1 1

to 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 1 0 1 0 2 3 5 5 0 0 5 0 0 1 1 664

6 753 25 8 238 121 470 3 27 0 3 13

0 15 4 1 43 4 7 0 3 0 3 1

0 1 0 0 0 0 4 0 0 0 0 0

Left Through Right Total Left Through Right Total Left Through Right Total Left Through Right Total

1 505 14 520 3 159 77 239 291 2 18 311 0 1 2 3

7:00 0.0% 2.0% 14.3% 2.3% 0.0% 15.7% 3.9% 11.7% 1.4% 0.0% 11.1% 1.9% #DIV/0! 0.0% 0.0% 0.0%

to 0.0% 0.0% 0.0% 0.0% 0.0% 0.0% 0.0% 0.0% 0.7% 0.0% 0.0% 0.6% #DIV/0! 0.0% 0.0% 0.0%

8:00 0.0% 2.0% 14.3% 2.3% 0.0% 15.7% 3.9% 11.7% 1.4% 0.0% 11.1% 1.9% #DIV/0! 0.0% 0.0% 0.0%

0.25 0.86 0.58 0.86 0.38 0.86 0.66 0.81 0.83 0.50 0.64 0.83 #DIV/0! 0.25 0.50 0.38PHF

Hourly 

Intersection 

Volume

% HVs

Truck/Bus

Bicycle

% Truck/Bus

% Bicycles

Tuesday, April 8,2008
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Total
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Total

Car
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Truck/Bus

Turning Movement Count Summary

Croton-on-Hudson, Westchester County, New York
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Car

Truck/Bus
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Bicycle

Total

Bicycle
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Car
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Car
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Total
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Car

Car

Truck/Bus

Bicycle
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Intersection: Benedict Blvd & S. Riverside Ave

Date:

Time Period: Weekday PM Peak

Left Through Right Total Left Through Right Total Left Through Right Total Left Through Right Total

17:15 15 38 4 57 7 71 43 121 23 0 9 32 6 3 2 11

to 0 1 0 1 1 1 0 2 0 0 0 0 0 0 0 0

17:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

15 39 4 58 8 72 43 123 23 0 9 32 6 3 2 11

17:30 4 32 1 37 7 72 56 135 21 1 6 28 2 2 3 7

to 0 0 0 0 1 1 1 3 0 0 0 0 0 0 0 0

17:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

4 32 1 37 8 73 57 138 21 1 6 28 2 2 3 7

17:45 8 30 1 39 1 86 43 130 25 0 5 30 2 2 2 6

to 0 0 0 0 0 1 0 1 1 0 0 1 0 0 0 0

18:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8 30 1 39 1 87 43 131 26 0 5 31 2 2 2 6

18:00 9 40 1 50 4 110 62 176 32 3 6 41 4 2 1 7

to 0 1 0 1 0 1 1 2 1 0 0 1 0 1 0 1

18:15 0 0 0 0 0 0 1 1 0 0 0 0 0 0 0 0

9 41 1 51 4 111 63 178 33 3 6 42 4 3 1 8 920

18:15 5 37 2 44 3 101 74 178 15 2 8 25 2 2 4 8

to 0 1 0 1 0 1 1 2 0 0 0 0 0 0 0 0

18:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

5 38 2 45 3 102 75 180 15 2 8 25 2 2 4 8 954

18:30 4 29 3 36 0 88 34 122 20 1 8 29 3 3 6 12

to 0 0 0 0 0 1 0 1 0 0 0 0 0 0 0 0

18:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

4 29 3 36 0 89 34 123 20 1 8 29 3 3 6 12 944

18:45 8 31 2 41 1 110 48 159 18 2 7 27 3 2 1 6

to 0 0 0 0 0 1 0 1 0 0 0 0 0 0 0 0

19:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8 31 2 41 1 111 48 160 18 2 7 27 3 2 1 6 971

19:00 7 37 4 48 3 67 38 108 23 1 4 28 4 2 2 8

to 0 0 0 0 0 1 0 1 0 0 0 0 0 0 0 0

19:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7 37 4 48 3 68 38 109 23 1 4 28 4 2 2 8 885

19:15 0 0 0 0 0 0 2 2 0 0 0 0 0 0 0 0

to 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

19:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 2 2 0 0 0 0 0 0 0 0 629

60 274 18 26 705 400 177 10 53 26 18 21

0 3 0 2 8 3 2 0 0 0 1 0

0 0 0 0 0 1 0 0 0 0 0 0

Left Through Right Total Left Through Right Total Left Through Right Total Left Through Right Total

26 139 8 173 8 413 220 641 86 8 29 123 12 10 12 34

6:00 0.0% 1.4% 0.0% 1.2% 0.0% 1.0% 0.9% 0.5% 1.2% 0.0% 0.0% 0.0% 0.0% 10.0% 0.0% 0.0%

to 0.0% 0.0% 0.0% 0.0% 0.0% 0.0% 0.5% 0.0% 0.0% 0.0% 0.0% 0.0% 0.0% 0.0% 0.0% 0.0%

7:00 0.0% 1.4% 0.0% 1.2% 0.0% 1.0% 1.4% 0.9% 1.2% 0.0% 0.0% 0.8% 0.0% 10.0% 0.0% 2.9%

0.72 0.85 0.67 0.85 0.50 0.93 0.73 0.89 0.65 0.67 0.91 0.73 0.75 0.83 0.50 0.71

S. Riverside Ave

Analysis Hour

Total

Car

Car

Truck/Bus

Bicycle

Total

Car

Truck/Bus

Bicycle

Total

Volumes

Benedict Blvd

Northbound Westbound Eastbound

Car

Truck/Bus

Bicycle

Total

Time Southbound Northbound

Car

S. Riverside Ave

Croton Harmon Parking Facility Vehicular Pedestrian and Bicycle Study

Car
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Bicycle

Bicycle

Total

Bicycle

Total
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Transit Bus Schedules 
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Existing Traffic Signal Information  
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Traffic Signal Warrant Analyses 

 
 

 

 

 

 

 

 

 



 

TRAFFIC SIGNAL WARRANT ANALYSES 

 

Croton Point Avenue at U.S. 9 Northbound Ramps 

Croton Point Avenue at U.S. 9 Southbound Ramps 

Croton Point Avenue at Veterans Plaza 
 

 

Introduction 
 
All Croton Point Avenue intersections were evaluated based on April 2008 traffic volumes 
and the Warrant 3, Peak Hour criteria documented in the NYSDOT-approved Federal 
Highway Administration’s 2003 Edition of the Manual on Uniform Traffic Control Devices 

for Streets and Highways (MUTCD).   
 
Warrant 3, Peak Hour Analysis 
 
As discussed in Section 4C.04 of the MUTCD,  
 

The Peak Hour signal warrant is intended for use at a location where traffic 

conditions are such that for a minimum of 1 hour of an average day, the minor-street 

traffic suffers undue delay when entering or crossing the major street.  

 

This signal warrant shall be applied only in unusual cases, such as office complexes, 

manufacturing plants, industrial complexes, or high-occupancy vehicle facilities that 

attract or discharge large numbers of vehicles over a short time.  

 

The need for a traffic control signal shall be considered if an engineering study finds 

that the criteria in either of the following two categories are met: 

 

A. If all three of the following conditions exist for the same 1 hour (any four 

consecutive 15-minute periods) of an average day: 

1. The total stopped time delay experienced by the traffic on one minor-street 

approach (one direction only) controlled by a STOP sign equals or exceeds:  

4 vehicle-hours for a one-lane approach; or 5 vehicle-hours for a two-lane 

approach, and  

2. The volume on the same minor-street approach (one direction only) equals or 

exceeds 100 vehicles per hour for one moving lane of traffic or 150 vehicles 

per hour for two moving lanes, and 

3. The total entering volume serviced during the hour equals or exceeds 650 

vehicles per hour for intersections with three approaches or 800 vehicles per 

hour for intersections with four or more approaches. 
 

B. The plotted point representing the vehicles per hour on the major street (total of 

both approaches) and the corresponding vehicles per hour on the higher-volume 

minor-street approach (one direction only) for 1 hour (any four consecutive 15-

minute periods) of an average day falls above the applicable curve in [the 
following figure] for the existing combination of approach lanes.  



 

 

 

The intersection of Croton Point Avenue and the U.S. northbound ramps has three 
approaches.  The U.S. 9 northbound off-ramp is the only stop-controlled approach and, 
therefore, the minor street to be considered in the peak hour analysis.  Eastbound and 
westbound Croton Point Avenue are free-flowing and constitute the major-street 
approaches. 
 
The intersection of Croton Point Avenue and the U.S. 9 southbound ramps also has three 
approaches.  The southbound off-ramp is the only stop-controlled approach and, 
therefore, the minor street to be considered in the peak hour analysis. Eastbound and 
westbound Croton Point Avenue are free-flowing and constitute the major-street 
approaches.  
 
The intersection of Croton Point Avenue and Veterans Plaza has four approaches.  
Westbound Croton Point Avenue is free-flowing and constitutes the only major-street 
approach.  Eastbound Croton Point Avenue and northbound and southbound 
Veterans Plaza are stop-controlled approaches.  Since northbound Veterans Plaza 
accommodates considerably more traffic than the other minor-street approaches during 
both peak hours, Veterans Plaza is the minor street to be considered in the peak hour 
volume analysis.  
 
Since some lane movement delays were excessive and could not be calculated using 
Synchro, explicit data was not available to evaluate Warrant 3 based on Category A.  
Therefore, all warrant evaluations were based on Category B.  The total major-street and 
higher minor-street volumes at the three unsignalized Croton Point Avenue intersections, 
as derived from the manual turning movement counts that were conducted in April 2008 
(see Appendix A of this report), are provided in Table 1 below.  As illustrated in 



 

Table 1. Hourly Major- and Minor-Street Vehicular Volumes for 

Croton Point Avenue Unsignalized Intersections 
 

2 or More Lanes and 2 Lanes (7 to 8 a.m.) 
Croton Point Avenue at: Major-Street Volume (vph) 

Total of Both Approaches 

Minor-Street Volume (vph) 

Higher-Volume Approach 

U.S. 9 Northbound Ramps 
    U.S. 9 Southbound Ramps 

    Veterans Plaza 

1,021 
1,435 
1,397 

396 
538 
279 

 
 
Figure 1, the volumes all lie well above the Warrant 3 curve for approaches with a 
combination of two lanes and two lanes.     
 
 
  

 

 
 

Conclusion 
 
The Croton Point Avenue intersections at the U.S. 9 northbound ramps, U.S. 9 southbound 
ramps, and Veterans Plaza all satisfy the Warrant 3, Peak Hour criteria for signalization, as 
detailed in Section 4C.04 of the MUTCD.  

Figure 1. Warrant 3, Peak Hour Plot of Major- and Minor-Street Vehicular Volumes for  

Croton Point Avenue Unsignalized Intersections 
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Short-Term Improvements  

Cost Estimate



4.02 AG Asphaltic Concrete Wearing Course, 3" Thick S.Y. 9024 9.50$            12.35$                111,447.77$            

4.02 CB Asphaltic Concrete Mixture TONS 259 67.00$          100.00$              25,916.40$              

4.04 AC
Concrete Base for Pavement, 6" Thick, Class 

B-32
C.Y. 284 105.00$        150.00$              42,666.67$              

4.08 BA Concrete Curb (21" Deep) L.F. 3602 19.00$          24.70$                88,969.40$              

4.08 BAM Concrete Curb, Mountable (21" Deep) L.F. 734 19.00$          24.70$                18,129.80$              

4.13 AA 4" Concrete Sidewalk (Unpigmented) S.F 7642 4.30$            7.00$                  53,494.00$              

4.13 AB 4" Concrete Sidewalk (Pigmented) S.F 12089 5.25$            8.00$                  96,712.00$              

4.13 BA 7" Concrete Sidewalk (Unpigmented) S.F 5497 5.25$            9.00$                  49,473.00$              

4.13 BB 7" Concrete Sidewalk (Pigmented) S.F 1270 6.50$            10.00$                12,700.00$              

4.13 D Detectable Warning Surface S.F. 600 10.00$          13.00$                7,800.00$                

6.02 AAN Unclassified Excavation C.Y. 284 31.00$          40.30$                11,463.11$              

6.03 AA
Stripping Pavement Surface (Asphaltic 

Concrete)
S.Y. 540 4.70$            6.11$                  3,299.40$                

6.22 F Additional Hardware LBS 1000 1.00$            1.30$                  1,300.00$                

6.36 DR
Structural Repair and Adjustment of 

Utility Structures
C.Y. 0 900.00$        1,170.00$           234.00$                   

6.43 Photographs SETS 180 12.00$          15.60$                2,808.00$                

6.44
Thermoplastic Reflectorized Pavement 

Markings (4" Wide)
L.F. 12858 0.60$            0.78$                  10,029.24$              

6.44 B
Thermoplastic Reflectorized Pavement 

Figures
EA 4 30.00$          39.00$                156.00$                   

6.50 Cleaning of Drainage Structures EACH 13 165.00$        214.50$              2,788.50$                

6.52 A Uniformed Full-Time Flagmen P/HR 1560 25.00$          32.50$                50,700.00$              

6.67 MM
Subbase Course, Select Granular Material, 

Type MM
C.Y. 284 10.00$          13.00$                3,697.78$                

6.70
Maintenance and Protection of Traffic 

(MPT)
L.S. 1 28,000.00$   28,000.00$         28,000.00$              

6.83 AB Furnishing New Traffic Sign Posts L.F. 280 4.00$            5.20$                  1,456.00$                

6.83 AR
Furnishing New Reflectorized Traffic 

Signs
S.F. 134 13.00$          16.90$                2,256.15$                

6.83 BA Installing Traffic Signs S.F. 134 9.25$            12.03$                1,605.34$                

6.83 BB Installing Traffic Sign Posts L.F. 280 8.00$            10.40$                2,912.00$                

6.91
Reflective Cracking Membrane (18" 

Wide)
L.F. 5045 2.10$            2.73$                  13,772.85$              

TRAF

Furnish and Install Traffic Signals for 3 

Intersections, including all countdown 

pedestrian signal displays

EACH 3 50,000.00$   50,000.00$         150,000.00$            

MOBL Mobilization L.S. 1 38,000.00$   38,000.00$         38,000.00$              

TRLR Engineer - Trailer MTH 9 4,000.00$     4,000.00$           36,000.00$              

TRVL Engineer - Travel Expense MTH 11 2,000.00$     2,000.00$           22,000.00$              

LGHT Furnish and Install Street Lighting EACH 10 11,000.00$   11,000.00$         110,000.00$            

Subtotal 999,787.41$      
Survey and Mapping @ 5% 49,989.37$              

Design Costs @ 15% 149,968.11$            

Construction Inspection @ 10% 99,978.74$              

Subtotal 1,249,734.26$         

20% Contingency Fee & Inflation 249,946.85$            

TOTAL 1,499,681.11$   

CONSTRUCTION COST ESTIMATE

ITEM NO ITEM UNIT QUANTITY
UNIT 

PRICE 
UNIT PRICE AMOUNT



Item 4.02 AG Asphaltic Concrete Wearing Course, 3" Thick S.Y.

Street From To  Length (ft)  Area    (SF) Area    (SY) Bike Lanes

Croton Point Ave Veterans Plaza SB Rt. 9 Ent. Ramp 168.00$     7,896.00$    877 2838

Croton Point Ave 3,731.00$    415 13359

Croton Point Ave Rt. 9 Ent. Ramp Riverside Ave 803.00$     35,332.00$  3926 10301

Riverside Ave 5,465.00$    607 26498

Riverside Ave Croton Point Ave Benedict Blvd 413.00$     16,107.00$  1790

Riverside Ave 5,006.00$    556

SB Rt. 9 Ramp 250.00$     7,680.00$    853

9,024

Item: 4.02 CB Asphaltic Concrete Mixture

- In roadway area around every new or modified City manhole

- Assumed 15' linear feet per catch basin connection.

DETAIL # DESCRIPTION  Factor 

 Length     

(ft) Quantity 

Total        

(ft
3
)

1 Adjacent to New Curbs in Roadway 0.50 4,336.00 2168

2 Adjacent to New Curbs in Sidewalk 0.25 4,336.00 1084

3 Catch Basin Connection 1.33 110.00 146

4 Around New Type 1 - Catch Basins 22.83 2 46

5 Around New or Modified Manhole 5.78 2 12

6 New Tree Pit Cut-out 4.17 0 0

7 Corner Quadrant Sidewalk Adjacent to New Curbs 16.67 0

8 Pavement Ramp through Intersection* 1.25 0.00 0

Subtotal (ft
3
) 3456

Subtotal - 150lbs/ft
3 
(lbs) 518328

Subtotal (tons) 259

Additonal Temporary Pavement for Water Distribution Lines 0

Total 259

Street From To Sewer/Wate

Croton Point Avenue 22
Subtotal 22

Add 20% 1.2

Total Number of Manholes 26 26

3 signals

Item 4.04 AC Concrete Base for Pavement, 6" Thick, Class B-32 C.Y.

Street From To Area (SF)

Volume 

(CY)

SB Rt. 9 Ramp 7680 284

284

Item 4.08 BA Concrete Curb (21" Deep) L.F. 11 signs

Street From To Length (ft) Arrows: 15 single

Croton Point Ave Veterans Plaza SB Rt. 9 Ent. Ramp 484 8 double

Croton Point Ave SB Rt. 9 Ent. Ramp Riverside Ave 1835 4 bicycle

Riverside Ave Croton Point Ave Benedict Blvd 1203

Benedict Blvd 80 30 ped ramps

3602

Striping 14 Stop Bars

Item 4.08 BAM Concrete Curb, Mountable (21" Deep) L.F.

Street From To Length (ft)

Croton Point Ave Veterans Plaza SB Rt. 9 Ent. Ramp 144

Croton Point Ave SB Rt. 9 Ent. Ramp Riverside Ave 168

Riverside Ave Croton Point Ave Benedict Blvd 422

Benedict Blvd

734

Total Length (FT)

Riverside Ave

Total Length (FT)

Total Area (SY)

SB Rt. 9 Entrance Rmp

Croton Point Avenue

Benedict Blvd

Riverside Ave

Widening

Total Volume (CY)

Widening



Item 4.13 AA 4" Concrete Sidewalk, Unpigmented S.F.

Street From To Area (SF)

Croton Point Ave Veterans Plaza SB Rt. 9 Ent. Ramp 1128

Riverside Ave Croton Point Ave Benedict Blvd 6514

7642

Item 4.13 AB 4" Concrete Sidewalk, Pigmented S.F.

Street From To Area (SF)

Croton Point Ave SB Rt. 9 Ent. Ramp Riverside Ave 12089

12089

Item 4.13 BA 7" Concrete Sidewalk, Unpigmented S.F.

Street From To Area (SF)

Croton Point Ave Veterans Plaza SB Rt. 9 Ent. Ramp 1710

Riverside Ave Croton Point Ave Benedict Blvd 3787

5497

Item 4.13 BB 7" Concrete Sidewalk, Pigmented S.F.

Street From To Area (SF)

Croton Point Ave SB Rt. 9 Ent. Ramp Riverside Ave 1270

1270

Item 4.13 D Detectable Warning Surface S.F.

Street From To

# of Ped 

Ramps Area (S.F.) Area (S.F.)

Croton Point Ave Veterans Plaza Riverside Ave 16 20 320

Riverside Avenue Croton Point Avenue Benedict Blvd 14 20 280

600

Item 6.02 AAN Unclassified Excavation C.Y.

Street From To Area (SF)

Volume 

(CY)

SB Rt. 9 Ramp 7680 284

284

Item: 6.03 AA Stripping Pavement Surface (Asphalt Concrete)

Road Width

# of Adjust. 

Areas Area (SY)

42 1 93

48 1 107

45 1 100

54 2 240

SY 540

Total Area (SF)

Total Area (SF)

Total Area (SF)

Total Area (SF)

Total Area (S.F.)

Street

Croton Point Avenue

     @ Veterans Plaza

Riverside Avenue

     @Croton Point Avenue

Riverside Avenue

     @Benedict Avenue

Total

Benedict Boulevard

     @ Riverside Avenue

Widening

Total Volume (CY)



Item 6.22 F Additional Hardware lbs

(For repairing damaged catch basins and water and sewer manhole covers and frames

1000

1000

Item: 6.36 DR Structural Repair and Adjustment of Utility Structures

- Assume a Percentage of Structures will have to be adjusted

- Assume 5.5' length by 6" thick brick by 4 walls by 1' high = 11 cf = .5 CY

- (All CB's are being replaced - therefore they are not included)

Total number of drainage structures 2 (From Item 4.02AG)

Assume a 20% of the total drainage structures 0

0.5 CY per Manhole 0.5

TOTAL (CY) 0

Item 6.43 Photographs Sets

150 sets per million dollars of construction w/ min of 100 sets (per DDC Directives FD 12)

180 SETS

Item 6.44 Thermoplastic Reflectorized Pavement Markings (4" Wide) L.F.

Factor F is number of 4" stripes

Type Length Number of Stripes F Subtotal

Double Yellow 1353 2 1 2706

Dashed Yellow 220 2 0.25 110

Solid White 550 1 1 550

Dashed White 2808 1 0.25 702

Stop Bars 266 1 6 1596

Subtotal L.F. 5664

Crosswalks Corner to Corner # of Stripes F Subtotal

Croton Point Avenue @ Veteran's Plaza

N 46 17 3 510

W 48 17 3 510

S 36 13 3 390

Croton Point Avenue @ SB Rt. 9 Ramps

N 38 14 3 504

W 53 2 3 318

S 38 14 3 420

Croton Point Avenue @ NB Rt. 9 Ramps

SW 48 17 3 510

SE 34 13 3 390

Croton Point Avenue @ Riverside Avenue

N 48 2 3 288

W 62 22 3 792

S 50 18 3 648

Riverside Avenue @ Benedict Boulevard

N 45 2 3 270

W 58 2 3 348

S 44 16 3 576

E 55 20 3 720

Subtotal L.F. 7194

TOTAL L.F. 12858

Total

1,200,000$                                           

180

Total

Approx. Cost of Construction

Divided by 1million and times 150

Nominal Amount (lbs)

Width

10

10

10

12

NHV

10

10

10

NHV

12

12

NHV

NHV

12

12



Item 6.44 AB Thermoplastic Reflectorized Pavement Arrows L.F.

Type Number F Subtotal

Thru Arrows 16 50 800

Combo Arrows 9 90 810

TOTAL L.F. 1610

Item 6.44 B Thermoplastic Reflectorized Pavement Arrows EA

Type Number Subtotal

Bicycle Rider 4 4

TOTAL EA 4

Item: 6.50 Cleaning of Drainage Structures

 Storm Sewer Drainage Structures to remain in project area

Street From To # of 

Croton Point Ave Veterans Plaza Riverside Ave 7

Riverside Ave Croton Point Ave Benedict Blvd 6

Total Number of Structures 13

Item: 6.52 Uniformed Flagman

- Estimates Number of Flagman

Number of Flagpersons Assumed 1

Project duration is 9 months. 1560

Total Hours 1560

Item 6.67 MM Subbase Course, Select Granular Material, Type MM C.Y.

Street From To Area (SF)

Volume 

(CY)

SB Rt. 9 Ramp 7680 284

284

Item 6.70 Maintenance and Protection of Traffic (MPT) L.S.

Assumed Total

TOTAL L.S. 42500

Item: 6.83 AB Furnishing New Traffic Sign Posts

See Item 6.82 A

Type No.

New Reflectorized Signs 20

Total 20

Total of Entire Project Area 280 LF

6.83 AR Furnishing New Reflectorized Traffic Signs

Type No. Total

Reflectorized (3 sf) 8 24

Reflectorized (6.25 sf) 6 37.5

Reflectorized (12 sf) 6 72

Total 20 133.5

Total of Entire Project Area 134 SF

Area

3

6.25

12

Widening

Total Volume (CY)



6.83 BA Installing Traffic Signs

(See Items 6.83 AR)

Total of Entire Project Area 134 SF

6.83 BB Installing Traffic Sign Posts

(See Items 6.83 AB

Total of Entire Project Area 280 LF

Item 6.91 Reflective Cracking Membrane L.F.

Street From To Length (ft) Width

Length of 

Membrane

Croton Point Ave Veterans Plaza SB Rt. 9 Ent. Ramp 168 47 504

Croton Point Ave 59 52 177

Croton Point Ave Rt. 9 Ent. Ramp Riverside Ave 803 44 2409

Riverside Ave 95 63 380

Riverside Ave Croton Point Ave Benedict Blvd 413 39 1239

Riverside Ave 84 69 336

5,045

Item T-3.32 Furnish and Install Pedestrian Signal (Modular Pole) EA

Type Number Subtotal

Pedestrian Signal 10 10

TOTAL EA 10

Item: 52.11D12 12" Ductile Iron Pipe Basin Connection

Connections measured from edge to edge.
Street From To Length (lf)

Croton Point Ave Riverside Avenue Veterans Plaza 110

Catch Basin Connection (LF) 110

Total Length (L.F.)

SB Rt. 9 Entrance Rmp

Croton Point Avenue

Benedict Blvd
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April 15, 2008 Public Meeting Notes 



 

Croton Harmon Parking Facility Vehicular, Pedestrian and Bicycle Study 

Village of Croton-on-Hudson, Westchester County, NY 

 

 

PUBLIC MEETING 
 

7:30 p.m., Tuesday, April 15, 2008 

Stanley H. Kellerhouse Municipal Building 

1 Van Wyck Street, Croton-on-Hudson, NY  10520  
 

 

Notes/Comments/Recommendations/Questions from Public (after presentation of 

project purpose, status, and existing conditions observations was made) 

 

 

Vehicular 
• Difficult to make left turns from southbound S. Riverside Avenue to eastbound Benedict 

Boulevard 
• Congestion at S. Riverside Avenue and Benedict Boulevard causes cut-through traffic 

from Oneida Avenue to Hastings Avenue where many children live 
• Southbound ramp is a problem in the mornings 
• Very little red time for southbound right turn from S. Riverside Avenue to Croton Point 

Avenue 
• Westchester County Bee-Line bus stops on Croton Point Avenue beneath U.S. 9 overpass 
• Drivers are aggressive exiting train station in the evenings 
• Motorists have difficulty making left turns from Croton Point Avenue to U.S. 9 

southbound on-ramp in the evenings 
• Steady stream of traffic from train station in the evenings blocks Croton Point Avenue 

traffic wishing to turn onto U.S. 9 on-ramps 
• Speeding along Croton Point Avenue to over the bridge and west of the train station 
• Traffic control officer puts pylons at Croton Point Avenue and Veterans Plaza in the 

evenings to better guide the two lanes of exiting traffic to the appropriate eastbound 
travel lanes 

• Prohibit left turns from Croton Point Avenue to U.S. 9 northbound and southbound on-
ramps 

• Relocate bus stop under the overpass to U.S. 9 southbound on-ramp 
• Put lane delineation from train station to S. Riverside Avenue 
• Need to enforce on-street parking regulations 
• Need to enforce traffic operations at U.S. 9 southbound off-ramp 
• Roundabout at Croton Point Avenue and Veterans Plaza? 
• Possible to construct new street north of Veterans Plaza through existing north train 

station parking lot? 
 
 



 

Pedestrian 
• Physical disconnect between Croton Point Park activities and S. Riverside Avenue 

restaurants 
• Difficult to cross high volumes on U.S. 9 southbound off-ramp in the mornings 
• Need access to/from Shop Rite shopping plaza 
• Pedestrian currently utilize cow path to climb up from Shop Rite shopping plaza and 

walk along shoulder and non-existent sidewalk on south side of Croton Point Avenue  
• Install sidewalk on S. Riverside Avenue between Croton Point Avenue and Van 

Cortlandt Manor  
• Need lighting under U.S. 9 overpass 
• Install neckdowns at U.S. 9 southbound ramps 
• Install YIELD TO PEDESTRIAN variable message signs along U.S. 9 southbound ramps 

to slow vehicles 
• Pedestrian bridge over U.S. 9 from western end of Benedict Boulevard to some location 

closer to train station? 
 
 

Bicycle 

• Signs along Croton Point Avenue mounted too low for bicyclists to travel comfortably 
• Difficult for bicycles to travel along Croton Point Avenue because of conflicting 

vehicular volumes at the U.S. 9 southbound on-ramp and northbound on- and off-ramps 
• Existing bicycle/pedestrian trail on west side of U.S. 9 southbound on-ramp 
• Steep grade in vicinity of U.S. 9 between Benedict Boulevard and Croton Point Avenue 

may make construction of a bicycle/pedestrian facility connecting Benedict Boulevard to 
Croton Point Avenue infeasible 

• No separation for bicyclists on south side of Croton Point Avenue 
• Make Croton Point Avenue and U.S. 9 northbound ramps a right-angle intersection 

(eliminate channelized eastbound right turn) to slow turning vehicles down and eliminate 
vehicular/bicycle conflicts 

• Need curb cuts at U.S. 9 southbound on-ramp and to existing bicycle/pedestrian trail 
• Extend existing bicycle/pedestrian trail from U.S. 9 southbound on-ramp northward to 

Municipal Place 
• Replace dangerous grating at northwest corner of Croton Point Avenue and S. Riverside 

Avenue 
 
 
Train Station 

• Two lanes existing Veterans Plaza in the evenings 
• If motorists forced to inside lane and want to access U.S. 9 ramps, it is difficult to change 

lanes to do so 
• Improve drop-off area 
• Need greeter at drop-off area 
• Separate bicycles/pedestrians/shuttle buses from passenger car drop-off 
• Westchester County Bee-Line stops at drop-off area, too 
• Install signs and lollipops for reversible lanes along Veterans Plaza 
• Would like bike check incentives program 



 

• Want to install rented bike boxes? 
• Possible to construct a direct U.S. 9 off-ramp to the train station? 
 

 

Miscellaneous 

• Benedict Boulevard is being modified using Commercial Development Block Grant 
(CDBG) federal funds 

• Shop Rite shopping plaza has been asked to do a study of S. Riverside Avenue with any 
future development  

• Van Cortlandt Manor has gotten funding to improve their gateway 
• To what extent will NYSDOT need to be involved with improvements? 
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Potential Federal Funding  

Programs Information 

 
 

 

 

 

 

 

 

 






























